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URUN KATOLOGU

S T A R STAR KABLO, Kabloda Gtiveni ve Kaliteyi

Kablo San. Tic. Ltd. Sti. 21 Yildir Strdirmeye Devam Ediyor..

Departmani ve laboratuari ile diinyada degisim riizgarlarina
STAR KABLO, firmasi paralel olarak rekabetci kalite anlayisini gelistirerek sizlere
hizmet vermekteyiz ve Urlinlerimizi tercih eden herkese
tesekkdrlerimizi sunuyoruz....

kablo sektdrinde
uzmanlasmis ve glven
duyulan bir markadir.
Deneyim ve arastirmaci
kimligi ile Orlin cesitlerini
stirekli genigleten bir firma
konumuna gelmistir.

Uzman kadrosuyla, yenilikgi
yaklasimlariyla, gelisen
teknolojiye acik olan, 6zel tasarim gerektiren kablolarda
AR-GE departmani kisa stirede hazirlayip tretmektedir.
Kalite fiyat ve hizmet Ucgeninde deneyimli kadrosuyla
misteri memnuniyetini esas alarak surekli aranan marka
olmustur. .
Firmamiz 1994 yilinda 1SO 9001:2000 WCS KALITE
YONETIM SISTEMi BELGESIALMISTIR.

2005 yilinda 1ISO 9001:2000 ISOQAR KALITE YONETIM
SITEMi BELGESINE GECMISTIR.

Uriin yelpazemiz iginde;

Data-Sinyal Kablolart, Kumanda Kablolari, Dahili Telefon
Kablolari, Yangin - Alarm Kablolari, Halojensiz_ Kablolar,
CCTV, Asansor Kablolari, Coax Kablolar, Marin, Yat
Kablolar, NYA, NYAF, NYM, NVV, TTR, ve Blendajli
Kablolar uretilmektedir.

Star Kablo’nun uzman kadrosuyla Pazarlama,AR-GE

Tasarim ve Dizgi Yayin haklari STAR KABLO * ya aittir. Yazilar ve fotograflar
llyas Yildirim tumayle ya da kismen izinsiz kullanilamaz ve yayimlanamaz.

Basim Tarihi Katalogdaki trtnler baskidan dolayi gercek renklerini yansitmayabilir.

STAR KABLO, 6nceden bildirmeksizin trin 6zelliklerinde
degistirme hakkina sahiptir.

Fabrika
Tirkoba Koyt Fabrikalar Cad. No:6 Tepecik B.Cekmece/iISTANBUL/TURKEY
Tel:(0212) 859 00 28 - 29 Fax:(0212) 859 00 30
Merkez _
Bankalar Caddesi Menevse Han No:54/53 Karakdy/ISTANBUL/TURKEY
Tel :(0212) 256 0580  (0212) 256 57 19 - 21
Fax  :(0212) 256 27 95
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Certificate of Registration

Cestificate Nr: This is to cortify that the Quality Managermant System of:

4936/05 STAR KABLO SAN. ve TiC. LTD. ST1.
TURKOBA KO FABRIKALAR CAD. FIRAT PLAS, KARSISI

Tnitial Ausdit Dake: GUZELCE-B.CEKMECE
21/07/2005 ISTANBUL / TURKEY

Tnisal Registration Date:
02/08/2005

IS0 9001:2000

This cerfificabe will expine
on tha dabe shown B

subject to the com pasy \
e ¥ Far tha following Scope of Activities

e requined standmnd{z). Sales & Manufactiere of housshald cabile , Nexibie cords, control
cabies , data and bradded cables wehichs cables, coaxial and
spocial cables

ISDQAR o
1 Floor West Point Signed: "4—_'
501 Chester Rosd (N Behalf of EROAR)
Manchester, M16 SHL UK Fingional Mamagor
Furthe ciaricaton regaieg th scue of ths cvficae and e pSBCanity o 150 9001200

This: Certificabe i the property of ISCRAE and maust be rebermed on regues

Has been approved by ISOQAR Lo the following standard(s):

Appendix to Certificate of Registration
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S T A R
KONTROL KABLOLARI

CONTROL CABLES
LIYY L1YY 300 V.
Teknik Bilgiler . Technical Data
Kontrol Kablolari Control Cables
VDE 0814 ve 0812’e uygun olarak Uretilirler Design comlies with VDE 0814 and 0812.
Calisma \Voltaji 250 V. Operating Voltage 250 V.
Test Gerilimi 1200 V. Test Voltage 1200 V.
izolasyon Direnci 200 MQ  Km. Insulation Resistance 200 MQ  Km.
Calisma Sicakhi Hareketli _5°c....+70 C ; Temparature Flexing -5'C...+70 C
Sabit -30' C....+70' C _ Static -30' C....+70 C
Min.Biikme yari capi Hareketli 12 x Kablo Capi Min.Bending Radius Flexing 12 x cable Diameter
Sabit 4 x Kablo Capi Static 4 X Cable Diameter
Kablo yapisi Cable Structure
lletken, eloktrolitik tavli ince bukdll tellerden olusur. Cunductor, bare copper, fine stranded wires.
DIN 47100 Standartina uygun renklerde PVC ile izole Cores are insulated with suitable PVC colours as per
edilir. Damarlar katlar halinde bikuldr. DIN 47100 standarts.
Dis Kilif, RAL 7032 gri PVC dir. Alev geciktirici Cores are twisted together in layers.
oOzelliktedir The outer sheath is covered with flame retardant RAL 7032
grey coloured PVC.
Kullanim alani
Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik Application
kontrol sistemlerinde, PLC kontrol sistemlerinde, These flexible cables are used for the electric and electronic
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla control systems, PLC control systems, engineering
gerilme zorlanmalarinin olmadi§i yerlerde kullanilirlar. projects for signal and measurement purposes
Acik hava, acik arazide kullanima uygun degildir. where the mechanical forces does not exist.
These cables are not suitable for open air and outdoor
conditions.
SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm? mm Kg/Km Kg/Km mm? mm Kg/Km Kg/Km
0,14 mny’ 0,22 mm’
50001402 2x0,14 3,4 2,6 15 50002202 2x0,22 3,6 4,0 18
50001403  3x0,14 3,6 39 17 50002203 3x0,22 3,8 6,1 21
50001404  4x0,14 3,9 5,2 21 50002204 4x0,22 4,1 8,1 26
50001405 5x0,14 4,2 6,4 24 50002205 5x0,22 4,4 10,5 30
50001406 6x0,14 4,5 7,7 28 50002206 6x0,22 5,0 12,5 37
50001407  7x0,14 4,5 9,0 30 50002207 7x0,22 5,0 14,6 40
50001408  8x0,14 4,9 10,3 34 50002208 8x0,22 5,4 16,5 44
50001409  9x0,14 52 11,6 37 50002209 9x0,22 5,8 18,6 49
50001410 10x0,14 55 12,9 40 50002210 10x 0,22 6,1 20,7 52
50001412 12x0,14 57 155 45 50002212 12 x 0,22 6,4 24,8 60
50001414 14x0,14 6,0 18,0 51 50002214 14 x 0,22 6,9 29,0 70
50001416 16 x0,14 6,6 20,6 59 50002216 16 x 0,22 72 33,4 7
50001420 20x0,14 7,3 25,8 73 50002220  20x 0,22 8,0 42,2 95
50001425 25x0,14 8,2 32,2 85 50002225  25x0,22 9,2 52,3 117
0,25 mm? 0,34 mm’
50002502 2x0,25 3,8 4,6 20 50003402 2x0,34 43 6,3 26
50002503 3x0,25 4,0 6,9 23 50003403 3x0,34 4,3 9,4 29
50002504  4x0,25 44 9,2 29 50003404 4x0,34 4,8 12,4 36
50002505  5x0,25 4,9 11,8 36 50003405 5x0,34 53 15,5 44
50002506  6x0,25 53 13,8 42 50003406 6x0,34 58 18,6 51
50002507 7x0,25 53 16,1 44 50003407 7x0,34 58 21,8 54
50002508  8x0,25 5,7 18,8 49 50003408 8x0,34 6,2 24,8 61
50002509 9x0,25 6,2 21,2 54 50003409 9x0,34 6,9 28,0 71
50002510 10x 0,25 6,7 23,3 61 50003410 10x 0,34 7,3 31,0 77
50002512 12x0,25 7,0 28,2 70 50003412 12x0,34 7,6 37,1 91
50002514 14 x0,25 73 32,6 78 50003414 14x 0,34 8,0 43,3 103
50002516 16 x 0,25 7,6 38,0 84 50003416 16 x 0,34 8,8 50,0 122
50002520 20 x 0,25 8,8 46,5 112 50003420  20x 0,34 915 62,6 143
50002525 25x0,25 10,0 59,4 139 50003425 25x 0,34 10,9 78,2 179

e
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LIYY

LIYY (DIN 47100 Standart Renkler)
LIYY OZ (Tum damarlar siyah, tizeri beyaz numaralr)

LIYY JZ (Bir damar sari/yesil digerleri siyah tizeri beyaz numarali)

KONTROL KABLOLARI
CONTROL CABLES

LIYY (Core insulation colors DIN 47100 Standards )

LIYY OZ (All color white numbered )

LIYY JZ (One core yellow/green others black coder white numbered )

LIYY 300 V.

BAKIR AGIRLIGI YAKL. AGIRLIK

GSIPKODU  ooqSSECTION OVERALL DIA GOPPERWEIGHT App wEIGHT SIPKODU oo (07 =
mm mm Kg/Km Kg/Km mm mm
0,50mm? 0,75 mm?
50005002 2x0,50 4.8 8,7 32 50007502 2x0,75 52
50005003 3x0,50 51 13,0 38 50007503 3x0,75 5,5
50005004 4x0,50 5,6 17,4 48 50007504 4x0,75 6,1
50005005 5x 0,50 6,1 21,7 59 50007505 5x 0,75 6,8
50005006 6 x 0,50 6,7 26,1 72 50007506 6x0,75 73
50005007 7x0,50 72 30,4 84 50007507 7x0,75 8,0
50005008 8 x 0,50 7,8 34,8 98 50007508 8x0,75 8,9
50005009 9x0,50 8,0 39,1 102 50007509 9x0,75 8,8
50005010  10x 0,50 8,4 44,4 113 50007510 10x 0,75 9,2
50005012 12 x0,50 8,9 53,3 129 50007512 12 x 0,75 9,9
50005014 14 x 0,50 9,3 62,2 144 50007514 14 x 0,75 10,4
50005016 16 x 0,50 10,0 71,1 166 50007516 16 x 0,75 11,1
50005020 20 x 0,50 11,1 88,8 205 50007520 20x 0,75 12,8
50005025  25x 0,50 12,7 111,0 264 50007525 25x 0,75 14,4
1 mm? 1,5 mm?
50010002 2x1 58 17,4 51 50015002 2x15 6,7
50010003 3x1 6,1 26,1 62 50015003 3x15 7,1
50010004 4x1 6,7 34,8 78 50015004 4x15 78
50010005 5x1 7,4 434 97 50015005 5x15 8,7
50010006 6x1 8,0 52,1 115 50015006 6x15 9,5
50010007 7x1 8,0 60,8 122 50015007 7x15 9,5
50010008 8x1 8,9 69,5 147 50015008 8x15 10,5
50010009 9x1 10,7 78,2 190 50015009 9x15 12,1
50010010 10x1 11,0 88,8 206 50015010 10x15 12,8
50010012 12x1 11,6 106,6 234 50015012 12x15 13,6
50010014 14x1 12,2 124,4 265 50015014 14x15 14,4
50010016 16x1 13,7 142,1 323 50015016 16x1,5 16,2
50010020 20x1 15,6 177,7 438 50015020 20x1,5 18,3
50010025 25x1 17,1 218,2 452 50015025 25x15 19,1
2,5 mm? 4 mm?
50025002 2x25 48 59 88 50040002 2x4 52
50025003 3x25 51 84 123 50040003 3x4 55
50025004 4x25 5,6 104 149 50040004 4x4 6,1
50025005 5x25 6,1 120 174 50040005 5x4 6,8
50025006 6x25 6,7 140 212 50040006 6x4 73
50025007 7Xx25 7,2 168 139 50040007 7x4 7.4
50025008 8x25 78 180 276 50040008 8x4 8,1
50025010 10x 2,5 8,8 230 344 50040010 10x 4 9,2
50025012 12x2,5 8,9 270 420 50040012 12x4 9,9
50025014 14x 25 9,3 314 486 50040014 14 x4 10,4
50025016 16 x2,5 10,0 360 544 50040016 16 x 4 11,5
50025020 20x 2,5 111 450 681 50040020 20x 4 12,5
50025025 25x2,5 12,7 560 830 50040025 25x4 14,6
6 mm’ 6 mm’
50060002 2X6 58 17,4 51 50060012 12x6 11,0
50060003 3x6 6,1 26,1 62 50060014 14 x 6 11,6
50060004 4%X6 6,7 34,8 78 50060016 16 x 6 12,2
50060005 5x6 7,4 43,4 97 50060020 20x 6 13,7
50060006 6Xx6 8,0 52,1 115 50060025 25X 6 15,6
50060007 7X6 8,0 60,8 122
50060008 8x6 8,9 69,5 147
50060010 10x6 10,7 86,9 197

CROSS SE(ZZTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT

Kg/Km

12,9
19,4
25,8
32,3
38,7
45,2
52,8
59,3
65,9
79,1
92,3
105,5
131,9
164,9

26,5
39,8
53,0
66,3
79,5
92,8
106,1
121,9
135,5
162,6
189,7
216,8
2711
310,2

12,9
19,4
25,8
B2
38,7
45,2
52,8
65,9
79,1
92,3
105,5
131,9
164,9

106,6
124,4
1421
177,7
222,1

Kg/Km

43
50
64
78
85
97
118
142
159
178
201
254
304
354

71
87
105
132
148
177
191
246
298
288
377
458
569
592

43
50
64
78
85
97
118
142
159
178
201
254
304

221
249
279
352
438
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KONTROL KABLOLARI
CONTROL CABLES

LIYY-TP LIYY-TP 250 V.

Teknik Bilgiler Technical Data

Kontrol Kablolari Control Cables

VDE 0814 ve 0812’e uygun olarak Uretilirler \ | Design complies with VDE 0814 and 0812

Calisma \Voltaji 250 V. W Operating Voltage 250 V.

Test Gerilimi 1200 V. \ Test Voltage 1200 V.

izolasyon Direnci 200 MQ  Km. Insulation Resistance 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C....+70' C Temparature Flexing .5 C...+70 C
Sabit -30’ C....+70 C Static -30 C...+70 C

Min.Biikme yari capi Hareketli 12 x Kablo Capi Min.Bending Radius FIexing 12 x cable Diameter
Sabit 4 x Kablo Capi Static 4 X Cable Diameter

Kablo yapisi

lletken, eloktrolitik tavli ince bukdll tellerden olusur.
DIN 47100 Standartina uygun renklerde PVC ile izole
edilir. Tim damarlar ikili gruplar halinde bakldr.
Ikili gruplar bir arada katlar halinde bikulerek tizerine
polyester bant sarilir.

Dis Kilif, RAL 7032 gri PVC dir. Alev gecikitirici
ozelliktedir

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadi§i yerlerde kullanilirlar.
Acik hava, acik arazide kullanima uygun degildir.

SiPKODU GIFT SAY./KESIT DIS CAP
ORDER CODE ~ “RuueER OF PARS  OVERALL DIA. COPPER WEIGHT — APP. WEIGHT
mm* mm Kg/Km
0,14 mny’
51001402 2x2x0,14 49 53
51001403 3x2x0,14 57 8,5
51001404 4x2x0,14 6,1 11,3
51001406 6x2x0,14 7,3 16,5
51001408 8x2x0,14 7,6 21,6
51001410 10x2x0,14 7,9 25,8
51001412 12x2x0,14 8,7 32,0
0,25 mm
51002502 2x2x0,25 51 9,3
51002503 3x2x0,25 59 13,8
51002504 4x2x0,25 6,3 18,2
51002505 5x2x0,25 6,9 22,8
51002506 6Xx2x0,25 7,7 27,3
51002507 7x2x0,25 7,7 32,0
51002508 8x2x0,25 8,3 36,5
51002510 10x2x0,25 9,1 45,6
51002512 12x2x0,25 9,7 54,8
51002514 14 x2x0,25 10,5 64,2
51002516 16x2x 0,25 11,3 73,2
51002518 18 x2x 0,25 12,2 82,3
51002520 20x2x 0,25 13,1 89,2

BAKIR AGIRLIGI YAKL. AGIRLIK

Kg/Km

24
32
44
58
68
7
94

32
40
49
59
66
73
84
119
136
154
173
210
233

SIPKODU
ORDER CODE

51002202
51002203
51002204
51002205
51002206
51002207
51002208
51002210
51002212
51002214
51002216
51002218
51002220

51003402
51003403
51003404
51003405
51003406
51003407
51003408
51003410
51003412
51003414
51003416
51003418
51003420

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable PVC colours as per

DIN 47100 standarts.

Cores are twisted in pairs. Pairs are twisted in layers.

All of them are wrapped with polyster tape.

The outer sheath is covered with flame retardant RAL 7032
grey coloured PVC.

Application
These flexible cables are used for the electric and electronic
control systems, PLC control systems, engineering

projects for signal and measurement purposes

where the mechanical forces does not exist. These cables are
not suitable for open air and outdoor conditions.

CIFT SAY./KESIT

CNUMBER OF PAIRS
CROSS SECTION

DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
OVERALL DIA. COPPER WEIGHT  APP. WEIGHT

mm* mm Kg/Km Kg/Km
0,22 mm’
2x2x0,22 51 8,6 29
3x2x0,22 57 12,9 38
4x2x0,2 6,9 17,1 50
5x2x0,22 74 21,3 64
6x2x0,22 8,2 25,7 75
7x2x0,22 8,5 29,8 82
8x2x0,22 9,4 34,1 101
10x2x0,22 10,5 42,5 123
12x2x0,22 11,3 51,3 144
14 x2x0,22 12,3 59,5 166
16 x2x0,22 12,7 68,1 187
18 x2x0,22 13,5 76,4 203
20x2x0,22 144 84,8 229
0,34 mm
2x2x0,34 57 12,9 38
3x2x0,34 6,8 19,2 51
4x2x0,34 8,1 25,6 72
5x2x0,34 8,7 32,1 85
6x2x0,34 9,5 38,4 98
7x2x0,34 10,2 44,8 117
8x2x0,34 11,0 51,3 134
10x2x0,34 12,1 64,0 163
12x2x0,34 13,2 76,8 192
14 x2x 0,34 14,3 89,5 220
16 x2x 0,34 15,3 102,4 251
18x2x0,34 16,1 115,2 278
20x2x0,34 17,2 128,1 320

e




S T A R
KONTROL KABLOLARI

LIYY-TP CONTROL CABLES LIVYTP 250 V.

LIYY-TP (DIN 47100 Standart Renkler) LIYY (Core insulation colors DIN 47100 Standards )

LIYY OZ-TP (Tim damarlar siyah, tizeri beyaz numaralr) LIYY OZ-TP (All color white numbered )

LIYY JZ-TP (Bir damar sari/yesil digerleri siyah Gzeri beyaz numarali)  LIYY JZ-TP (One core yellow/green others black coder white numbered )

iens  SOEGTL GBI, SNENEUY WESSY e SZUEL 000 SNSARNS WSK
0,50mm? 0,75 mm?
51005002 2x2x0,50 6,8 19,1 52 51007502 2x2x0,75 7,4 26,1 65
51005003 3x2x0,50 7,9 28,5 67 51007503 3x2x0,75 8,8 39,2 92
51005004 4x2x0,50 9,1 38,0 94 51007504 4x2x0,75 10,1 52,1 123
51005005 5x2x0,50 9,9 47,5 112 51007505 5x2x0,75 111 65,1 145
51005006 6x2x0,50 10,7 57,1 124 51007506 6x2x0,75 12,1 79,0 173
51005007 7 x2x0,50 11,6 66,4 153 51007507 7x2x0,75 12,9 92,0 198
51005008 8x2x0,50 12,3 76,1 172 51007508 8x2x0,75 13,6 104,3 220
51005009 10 x 2 x 0,50 13,5 95,1 213 51007510 10x2x0,75 152 130,5 274
51005010 12x2x0,50 14,6 1141 246 51007512 12x2x0,75 16,3 156,3 319
51005012 14 x2x 0,50 15,8 133,0 288 51007514 14x2x0,75 17,6 182,6 372
51005014 16 x 2 x 0,50 16,8 152,0 325 51007516 16x2x0,75 18,6 208,4 417
51005016 18x2x 0,50 18,2 171,2 374 51007518 18x2x0,75 19,9 2351 471
51005020 20 x 2 x 0,50 18,7 190,2 405 51007520 20x2x0,75 20,7 260,1 515
1 mm? 1,5 mm?
51010002 2x2x1 8,6 36,1 89 51015002 2x2x15 95 52,2 112
51010003 3x2x1 10,3 54,0 123 51015003 3x2x15 11,3 78,1 161
51010004 4x2x1 11,6 72,1 154 51015004 4x2x15 12,7 104,0 204
51010005 5x2x1 13,1 90,0 200 51015005 5x2x15 13,9 130,1 248
51010006 6x2x1 14,1 108,2 242 51015006 6x2x15 15,3 156,2 295
51010007 7x2x1 15,3 126,0 272 51015007 7x2x15 16,3 182,6 339
51010008 8x2x1 16,2 1440 303 51015008 8x2x15 17,2 208,0 378
51010009 10x2x1 17,6 180,1 374 51015010 10x2x1,5 19,2 261,0 479
51010010 12x2x1 19,1 216,3 438 51015012 12x2x15 20,9 3124 562
51010012 14x2x1 20,3 253,0 514 51015014 14x2x15 22,6 365,1 655
51010014 16x2x1 22,0 288,0 575 51015016 16x2x1,5 239 4171 735
51010016 18x2x1 235 325,0 657 51015018 18x2x15 25,3 468,0 828
51010020 20x2x1 24,5 361,0 721 51015020 20x2x1,5 26,5 520,1 909
2,5 mm?

51025002 2x2x25 10,3 88,1 157
51025003 3x2x25 12,2 132,0 227
51025004 4x2x25 13,7 176,1 292
51025005 5x2x25 15,5 220,1 362
51025006 6Xx2Xx2,5 16,8 264,0 434
51025007 7X2x25 17,6 308,1 507
51025008 8x2x25 19,5 352,1 575
51025010 10x2x25 21,2 440,0 693
51025012 12x2x25 23,1 529,0 806
51025014 14x2x25 24,8 616,3 953
51025016 16x2x25 26,5 703,0 1087
51025018 18x2x2,5 27,9 792,4 1391
51025020 20x2x25 29,3 880,0 1335
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KONTROL KABLOLARI

SIPKODU
ORDER CODE

60002202
60002203
60002204
60002205
60002206
60002207
60002208
60002210
60002212
60002214
60002216
60002218
60002220
60002225

60003402
60003403
60003404
60003405
60003406
60003407
60003408
60003410
60003412
60003414
60003416
60003418
60003420

LIYCY CONTROL CABLES
Teknik Bilgiler
Kontrol Kablolari
VDE 0814 ve 0812’e uygun olarak Uretilirler
Calisma \Voltaji 250 V. |
Test Gerilimi 1200 V.
izolasyon Direnci 200 MQ  Km. £
Calisma Sicakhg Hareketli -5°C....+70' C =
Sabit -30' C....+70 C =
Min.Biikme yari gapi Hareketli 12 x Kablo Capi %
Sabit 4 x Kablo Capi i
Kablo yapisi .g.
Iletken, eloktrolitik tavli ince bukulu tellerden olusur. -
DI_I\! 47100 Standartina uygun renklerde PVC ile izole %
edilir. Damarlar katlar halinde buklur.
Bukulu kablo grubu Gzerine Polyester bant sarilir. =
Kalayl bakir teller ile %85 kapama oraninda 6rgil ekran k.
kaplanir. ]
Dis }_<|I|f, RAL 7032 gri PVC dir. Alev geciktirici l.-
oOzelliktedir w
Kullanim alani =
Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik -
kontrol sistemlerinde, PLC kontrol sistemlerinde, g
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla E
gerilme zorlanmalarinin olmadi§i yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak puls !
iletimini tam ve diizgiin olarak saglar. [
Acik hava, acik arazide kullanima uygun degildir. =
SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm? mm Kg/Km Kg/Km
0,14 mny’
60001402 2x0,14 39 11,0 20
60001403  3x0,14 4,1 12,0 27
60001404  4x0,14 4,4 13,5 32
60001405 5x0,14 45 14,5 36
60001406  6x0,14 4,7 18,5 39
60001407  7x0,14 47 19,2 47
60001408 8x0,14 53 20,5 55
60001410 10x0,14 59 27,8 63
60001412 12x0,14 6,1 30,5 72
60001414 14x0,14 6,3 32,0 76
60001416 16 x0,14 6,6 41,0 88
60001418 18x0,14 7,1 46,0 92
60001420 20x 0,14 7,8 52,0 110
60001425 25x0,14 8,5 61,0 135
0,25 mm’
60002502  2x0,25 43 14,9 31
60002503  3x0,25 4,5 18,1 36
60002504  4x0,25 4,8 21,6 40
60002505  5x0,25 5,2 25,7 51
60002506  6x0,25 5,6 29,3 57
60002507 7x0,25 5,6 33,8 64
60002508  8x0,25 6,3 39,4 72
60002510 10x0,25 6,6 45,3 87
60002512 12x0,25 7,3 55,5 94
60002514 14x0,25 7,6 58,1 102
60002516 16 x 0,25 8,0 62,6 118
60002518 18 x0,25 8,2 64,1 138
60002520 20 x 0,25 8,6 81,5 151
60002525 25x0,25 9,4 95,7 180

60003425

LIYCY 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius FIexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable P\VVC colours as per

DIN 47100 standarts.

Cores are twisted together in layers.

These twisted cores are wrapped with polyester tape.

Braided screen is placed over the polyester tape and it has app.
%85 visible coverage of tinned copper wires.

The outer sheath is covered with flame retardant RAL 7001
grey coloured PVC.

Application

These flexible cables are used in the electric and electronic
control systems, PLC control systems, engineering projects for
signal and measurement purposes where the mechanical forces
does not exist. Braided screen deflects external electrical
influences and ensure precise pulse transmission.These cables
are not suitable for open air and outdoor conditions.

KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
CROSS SECTION OVERALL DIA. COPPER WEIGHT ~ APP. WEIGHT

mm? mm Kg/Km Kg/Km
0,22 mm’
2x0,22 4,3 11,0 24
3x0,22 45 14,5 27
4x0,22 4.8 16,5 36
5x0,22 5,2 20,0 41
6x0,22 5,6 23,5 47
7x0,22 5,6 27,0 52
8x0,22 6,3 30,0 57
10 x 0,22 6,8 36,5 74
12 x 0,22 7,2 42,0 85
14 x 0,22 7,5 47,5 87
16 x 0,22 79 51,0 111
18 x 0,22 8,2 55,2 124
20x 0,22 8,5 61,0 136
25x 0,22 9,3 73,0 168
0,34 mm’
2x0,34 49 18,0 28
3x0,34 5,2 23,0 33
4x0,34 5,6 28,0 43
5x0,34 6,0 31,0 52
6x 0,34 6,5 42,2 59
7x0,34 6,5 45,0 65
8x0,34 7,6 49,7 71
10x 0,34 7,9 64,2 90
12x 0,34 85 70,3 102
14x 0,34 89 78,3 122
16 x 0,34 9,3 85,3 134
18x 0,34 9,7 95,2 148
20x 0,34 10,3 105,0 159
25x0,34 11,3 120,0 193
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LIYCY

LIYCY (DIN 47100 Standart Renkler)
LIYCY OZ (Tum damarlar siyah, tizeri beyaz numaralr)
LIYCY JZ (Bir damar sari/yesil digerleri siyah tzeri beyaz numaral)

SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SE(ZZTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km
0,50 mm?
60005002 2x0,50 52 27,5 46
60005003 3x0,50 5,5 36,0 58
60005004 4x0,50 59 42,7 61
60005005 5x0,50 6,4 48,3 76
60005006 6 x 0,50 7,1 55,9 88
60005007 7x0,50 7,1 61,6 96
60005008 8x0,50 8,1 67,1 116
60005010 10 x 0,50 8,5 83,4 134
60005012 12 x 0,50 91 93,8 156
60005014 14 x0,50 8.5 113,8 186
60005016 16 x 0,50 10,2 123,0 210
60005018 18 x 0,50 10,6 133,2 241
60005020 20x 0,50 111 1447 276
60005025  25x 0,50 12,7 195,3 349
1 mm?
60010002 2x1 6,0 48,5 63
60010003 3x1 6,5 52,0 76
60010004 4x1 7,1 65,0 101
60010005 5x1 7,7 78,0 120
60010006 6x1 8,3 88,0 136
60010007 7x1 8,3 98,0 148
60010008 8x1 9,5 114,0 174
60010010 10x1 10,2 132,0 217
60010012 12x1 11,0 162,0 246
60010014 14x1 11,5 186,0 282
60010016 16x1 12,6 213,0 328
60010018 18x1 13,1 148,0 363
60010020 20x1 13,6 261,0 403
60010025 25x1 15,4 314,0 486
2,5 mm’
60025002 2x25 8,3 60,2 105
60025003 3x25 8,8 82,7 139
60025004 4x25 9,6 105,6 172
60025005 5x25 10,6 129,2 206
60025006 6x25 11,7 154,5 249
60025007 7x25 11,7 175,7 279
60025008 8x25 13,8 202,8 319
60025010  10x25 14,4 2454 378
60025012  12x 2,5 15,9 290,5 446
60025014 14x25 16,7 336,2 508
60025016 16 x 2,5 17,6 381,0 581
60025020 20x 2,5 19,5 457,4 725
60025025 25x25 21,5 588,8 892

KONTROL KABLOLARI
CONTROL CABLES

LIYCY 250 V.

LIYCY (Core insulation colors DIN 47100 Standards )
LIYCY OZ (All color white numbered )
LIYCY JZ (One core yellow/green others black coder white numbered )

SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SE(ZZTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km
0,75 mm?
60007502 2x0,75 5,6 40,8 59
60007503 3x0,75 5,9 49,3 65
60007504 4x0,75 6,4 57,8 76
60007505 5x0,75 7,1 68,3 92
60007506 6x0,75 7,7 76,3 111
60007507 7x0,75 7,7 84,4 128
60007508 8x0,75 8,8 104,3 143
60007510 10x 0,75 9,2 132,7 179
60007512 12x 0,75 10,1 140,3 200
60007514 14 x 0,75 10,6 158,3 224
60007516 16 x 0,75 11,1 173,5 268
60007518 18 x 0,75 11,6 192,6 296
60007520 20x 0,75 12,6 225,6 338
60007525 25x0,75 13,8 266,4 410
1,5 mm?
60015002 2x15 7,1 42,2 86
60015003 3x15 7,5 68,5 98
60015004 4x15 8,1 92,4 126
60015005 5x15 8,9 104,0 158
60015006 6x15 9,7 121,0 188
60015007 7x15 9,7 134,0 206
60015008 8x15 11,3 156,0 242
60015010 10x1,5 12,4 186,0 312
60015012 12x15 13,3 219,0 337
60015014 14x 1,5 13,9 256,0 386
60015016 16x 1,5 15,1 280,0 430
60015018 18x15 15,7 319,0 503
60015020 20x 1,5 16,3 356,0 561
60015025 25x15 18,4 468,0 688
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LIYCY-TP

Teknik Bilgiler

Kontrol Kablolari

VDE 0814 ve 0812’e uygun olarak Uretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C....+70' C
Sabit -30' C....+70' C

Min.Biikme yari gapi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

Iletken, eloktrolitik tavli ince biikilii tellerden olusur.

DIN 47100 Standartina uygun renklerde PVC ile izole

edilir. Tim damarlar ikili gruplar halinde bukultr

ikili gruplar birarada katlar halinde biikiilerek iizerine
polyester bant sarilir. Kalayl bakir teller ile %85

kapama oraninda 6rgu ekran kaplanir.

Dis Kilif, RAL 7032 gri PVC dir. Alev geciktirici 6zelliktedir.

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
mihendislik hizmetlerinde 6lgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadidi yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak puls
iletimini tam ve diizglin olarak saglar.

KONTROL KABLOLARI
CONTROL CABLES

\

\f/

Acik hava, acik arazide kullanima uygun degildir. 1
SiP.KODU CIFT SAY./KESIT DIS GAP BAKIR AGIRLIGI YAKL. AGIRLIK SiP.KODU
ORDER CODE ~ “RUMBEROFPARS  GVERALL DIA. COPPERWEIGHT ~ APP.WEIGHT ~ ORDER CODE
mm® mm Kg/Km Kg/Km
0,14 mny’

61014202 2x2x0,14 5,6 17,6 41,0 61022202
61014203 3x2x0,14 5,8 22,5 49,8 61022203
61014204 4x2x0,14 6,9 25,4 56,5 61022204
61014206 6x2x0,14 84 38,7 89,7 61022205
61014208 8x2x0,14 8,9 46,1 99,2 61022206
61014210 10x2x0,14 10,4 51,0 118,3 61022207
61014212 12x2x0,14 11,2 65,4 149,2 61022208
61022210
61022212
61022214
61022216
0,25 mm’ 61022218
61025202 2x2x0,25 5,6 25 43 61022220

61025203 3x2x0,25 6,5 31 58)

61025204 4x2x0,25 6,6 38 59

61025205 5x2x0,25 74 44 78
61025206 6Xx2x0,25 8,4 48 95 61034202
61025207 7x2x0,25 8,3 54 102 61034203
61025208 8x2x0,25 8,6 59 111 61034204
61025210 10x2x0,25 9,5 72 135 61034205
61025212 12x2x0,25 10,9 86 167 61034206
61025214 14x2x0,25 11,8 96 201 61034207
61025216 16 x2x0,25 12,7 113 238 61034208
61025218 18 x2x 0,25 13,3 123 261 61034210
61025220 20x2x 0,25 13,9 132 292 61034212
61034214
61034216
61034218
61034220

LIYCY-TP 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius FIexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable PVC colours as per

DIN 47100 standarts.

Cores are twisted in pairs. Pairs are twisted in layers.

All of them are wrapped with polyster tape.

The outer sheath is covered with flame retardant RAL 7032
grey coloured PVC.

Application

These flexible cables are used for the electric and electronic
control systems, PLC control systems, engineering

projects for signal and measurement purposes

where the mechanical forces does not exist.

Braided screen deflects external electrical influences and
ensure precise pulse transmission. These cables are not
suitable for open air and outdoor conditions.

GIFT SAY./KESIT
CNUMBER OF PAIRS
CROSS SECTION

DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
OVERALL DIA. COPPER WEIGHT  APP. WEIGHT

mm® mm Kg/Km Kg/Km
0,22 mm’
2x2x0,22 6 20,4 45
3x2x0,22 6,9 27,3 58
4x2x0,22 7,9 33,9 73
5x2x0,22 8,4 39,3 84
6x2x0,22 9,2 45,6 99
7x2x0,22 9,7 50,9 111
8x2x0,22 10,6 53,3 131
10x 2 x 0,22 11,6 70,1 157
12x2x0,22 12,3 78,4 178
14 x 2 x 0,22 13,3 89,4 206
16 x 2 x 0,22 13,7 99,5 226
18 x 2 x 0,22 14,3 109,3 247
20x2x0,22 15,2 119,3 278
0,34 mm’
2x2x0,34 6,3 26,5 52
3x2x0,34 7,3 36,6 70
4x2x0,34 8,5 449 92
5x2x0,34 9,3 53,9 109
6x2x0,34 9,9 61,2 124
7x2x0,34 10,6 70,7 142
8x2x0,34 11,6 78,3 163
10x2x0,34 12,6 94,4 198
12x2x0,34 13,7 109,6 231
14 x2x 0,34 14,8 125,9 257
16 x2x0,34 15,8 135,1 294
18x2x0,34 16,4 155,5 322
20x2x0,34 17,1 170,6 348

e




S T A R
KONTROL KABLOLARI

LIYCY-TP CONTROL CABLES L IVCYTP 250 V.
LIYCY-TP (DIN 47100 Standart Renkler) LIYCY-TP (Core insulation colors DIN 47100 Standards )
LIYCY OZ-TP (Tum damarlar siyah, Uzeri beyaz numarali) LIYCY OZ-TP (All color white numbered )

LIYCY JZ-TP (Bir damar sari/yesil digerleri siyah tizeri beyaz numarali) LIYCY JZ-TP (One core yellow/green others black coder white numbered)
JSPKODU GG o Do COPPRAWBIGHT AP WEIGHT  SIPKODU  GUEOEN  DOEAD L CORPEAWEGHT APPWEIGHT
mm? mm Kg/Km Kg/Km mm? mm Kg/Km Kg/Km
0,50mm? 0,75 mm?
61050202 2x2x0,50 8,3 34,4 73 61075202 2x2x0,75 8,7 45,1 86
61050203 3 x2x0,50 8,4 48,7 89 61075203 3x2x0,75 9,3 60,4 118
61050204 4 x2x0,50 9,6 59,8 121 61075204 4x2x0,75 10,5 76,3 148
61050205 5x2x 0,50 10,3 71,3 139 61075205 5x2x0,75 11,6 92,9 173
61050206 6 x2x0,50 11,2 83,5 155 61075206 6x2x0,75 12,5 107,4 204
61050207 7 x2x0,50 13,1 94,4 182 61075207 7 x2x0,75 185 127,4 231
61050208 8x2x0,50 12,8 106,3 203 61075208 8x2x0,75 14,2 137,5 256
61050210 10x2x 0,50 14,2 128,9 247 61075210 10x2x0,75 15,6 167,8 314
61050212 12x2x0,50 15,3 151,7 285 61075212 12x2x0,75 16,6 197,5 371
61050214 14x2x0,50 16,5 173,2 331 61075214 14x2x0,75 18,3 226,5 419
61050216 16 x2x 0,50 17,4 194,2 366 61075216 16 x2x 0,75 19,3 255,1 465
61050218 18 x2x 0,50 18,7 215,0 421 61075218 18x2x0,75 20,5 284,0 525
61050220 20x2x 0,50 19,3 237,7 457 61075220 20x2x0,75 21,3 313,2 571
1 mm? 1,5 mm?
61100202 2x2x1 91 56,5 113 61150202 2x2x15 10 74,4 138
61100203 3x2x1 10,9 79,3 128 61150203 3x2x15 11,7 105,8 189
61100204 4x2x1 12,3 101,9 199 61150204 4x2x15 13,3 135,6 238
61100205 5x2x1 13,7 122,6 232 61150205 5x2x1,5 14,5 164,8 286
61100206 6x2x1 14,7 143,7 270 61150206 6x2x15 15,7 194,2 339
61100207 7x2x1 15,9 164,4 312 61150207 7x2x15 16,9 2235 394
61100208 8x2x1 16,4 1834 346 61150208 8x2x15 17,6 251,3 427
61100210 10x2x1 18,5 219,6 416 61150210 10x2x15 19,9 308,3 532
61100212 12x2x1 19,8 265,8 491 61150212 12x2x15 21,5 363,8 618
61100214 14x2x1 21,3 305,5 567 61150214 14x2x15 23,1 423,5 719
61100216 16x2x1 22,7 345,4 634 61150216 16x2x15 24,2 480,5 803
61100218 18x2x1 24,3 385,9 723 61150218 18x2x1)5 25,7 534,8 896
61100220 20x2x1 251 423,2 788 61150220 20x2x15 27,1 588,3 979
2,5 mm?
61250202 2x2x25 10,9 114 185
61250203 3x2x25 12,7 161 265
61250204 4Xx2x25 144 210 330
61250205 5x2x25 16,1 257 404
61250206 6x2Xx25 17,1 305 569
61250207 7Xx2x25 18,2 351 528
61250208 8x2x25 19,7 400 622
61250210 10x2x25 21,6 493 749
61250212 12x2x2,5 23,7 585 889
61250214 14x2x25 25,4 680 1020
61250216 16x2x2,5 21,2 771 1154
61250218 18x2x25 28,3 864 1285
61250220 20x2x2,5 29,7 955 1414
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Teknik Bilgiler

Kontrol Kablolari

VDE 0814 ve 0812’e uygun olarak Uretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C....+70' C
Sabit -30' C....+70' C

Min.Biikme yari gapi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

Iletken, eloktrolitik tavli ince biikilii tellerden olusur.
DIN 47100 Standartina uygun renklerde PVC ile izole
edilir. Damarlar katlar halinde buklur.

Bukulu kablo grubu Gzerine Polyester bant sarilir.

Kalayli bakir tellerden olusan toprak teli polyester Uzerine
kablo boyunca konulur ve tUzerine AL-PES folyo sarilir.
Dis Kilif, RAL 7032 gri PVC dir. Alev geciktirici
oOzelliktedir

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadi@i yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak puls
iletimini tam ve diizgiin olarak saglar.

Acik hava, acik arazide kullanima uygun degildir.

KONTROL KABLOLARI
CONTROL CABLES

LIY(St)Y 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius FIexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable PVC colours as per

DIN 47100 standarts. Cores are twisted in pairs.

Pairs are twisted in layers. All of them are wrapped with
polyster tape.The drain wire which is made of multi twisted
tinned copper wires is put along the cable on polyester tape and
wrapped with the AL-PES Foil.The outer sheath is covered
with flame retardant RAL 7032 grey coloured PVC.
Application

These flexible type of cables are used in the electric and
electronic control systems. PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

Braided screen deflects external electrical influences and
ensure precise pulse transmission.

These cables are not suitable for open air and outdoor
conditions.

SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm? mm Kg/Km Kg/Km mm? mm Kg/Km Kg/Km
0,14 mny’ 0,22 mm’
52001402 2x0,14 3,5 3,6 16 52002202 2x0,22 3,9 5,0 21
52001403 3x0,14 3,6 4,9 17 52002203 3x0,22 4,1 7,3 23
52001404 4x0,14 3,9 6,3 22 52002204 4x0,22 4.4 9,0 27
52001405 5x0,14 4,2 7,6 27 52002205 5x0,22 4,8 11,5 33
52001406 6x0,14 44 8,7 32 52002206 6x0,22 5,2 13,6 37
52001407 7x0,14 4,6 10,2 31 52002207 7x0,22 5,2 15,5 39
52001408 8x0,14 48 12,3 36 52002208 8x0,22 59 17,4 45
52001409 9x0,14 51 12,5 41 52002209 9x0,22 5,9 20,1 48
52001410 10x0,14 5,6 14,2 45 52002210 10x 0,22 6,2 22,1 54
52001412 12x0,14 5,7 16,5 50 52002212 12 x0,22 6,8 26,1 66
52001416 16 x 0,14 6,5 21,6 62 52002214 14 x 0,22 7,1 30,8 79
52001420 20x0,14 7,4 26,3 81 52002216 16 x 0,22 7,5 34,0 88
52001425 25x0,14 8,2 32,5 92 52002220 20x 0,22 8,1 43,0 95
52002225 25x 0,22 8,9 54,0 120
0,25 mm? 0,34 mm’
52002502 2x0,25 3,6 5,6 22 52003402 2x0,34 44 8,1 33
52002503 3x0,25 3,8 7,9 25 52003403 3x0,34 4,9 111 36
52002504 4x0,25 44 10,2 29 52003404 4x0,34 5,0 14,2 41
52002505 5x0,25 4,7 12,5 38 52003405 5x0,34 55 17,3 47
52002506 6x 0,25 5,2 14,6 43 52003406 6x0,34 5,6 20,3 56
52002507 7x0,25 51 17,1 44 52003407 7x0,34 5,8 234 59
52002508 8x0,25 5,8 19,9 52 52003408 8x0,34 6,4 26,7 67
52002509 9x0,25 6,1 21,4 58 52003409 9x0,34 6,8 30,1 79
52002510 10x 0,25 6,2 24,6 61 52003410 10x 0,34 7,4 33,2 86
52002512 12x0,25 6,7 28,5 71 52003412 12x 0,34 7,6 39,3 96
52002514 14 x0,25 7,2 33,9 78 52003416 16 x 0,34 8,5 51,2 126
52002516 16 x 0,25 78 37,8 89 52003420 20x0,34 9,6 64,5 147
52002518 18 x0,25 8,6 42,8 97 52003425 25x0,34 10,5 79,5 187
52002520 20x 0,25 9,2 48,0 106
52002525 25x0,25 10,4 58,5 138

e




S T A R
KONTROL KABLOLARI

LIY(St)Y CONTROL CABLES LIY(SOY 250 V.
LIY(St)Y (DIN 47100 Standart Renkler) LIY(St)Y (Core insulation colors DIN 47100 Standards )
LIY(St)Y OZ (Tum damarlar siyah, Uzeri beyaz numarali) LIY(St)Y OZ (All color white numbered )

LIY(St)Y JZ (Bir damar sari/yesil digerleri siyah tizeri beyaz numaralr) LIY(St)Y JZ (One core yellow/green others black coder white numbered)
siPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSSH?E(ZZTION OVER:]Ir_nL DIA. COPPEEH\Z:IGHT APPk\é\;E:SHT ORDER CODE CROSSF:II;(ZZTION OVERQIr_nL DIA. COPPigll\ianflGHT APP}.(\é\/IE;?HT
0,50mm? 0,75 mm?
52005002 2x0,50 48 10,6 34 52007502 2x0,75 52 18,0 49
52005003 3x0,50 51 15,1 41 52007503 3x0,75 55 24,5 55
52005004 4x0,50 55 19,1 49 52007504 4x0,75 6,0 311 71
52005005 5x0,50 6,0 23,0 57 52007505 5x0,75 6,7 37,6 83
52005006 6 x 0,50 6,7 27,6 70 52007506 6x0,75 7,3 44,0 92
52005007 7x0,50 6,7 32,3 73 52007507 7x0,75 7,3 50,0 103
52005008 8x0,50 1,7 35,4 83 52007508 8x0,75 8,4 58,0 124
52005010 9x 0,50 7,8 40,1 95 52007510 9x0,75 8,4 64,0 136
52005012 10 x 0,50 8,1 44,4 103 52007512 10x 0,75 8,8 69,0 148
52005014 12 x0,50 8,7 54,1 118 52007514 12 x 0,75 9,5 82,0 164
52005016 14 x 0,50 9,1 68,5 144 52007516 14 x 0,75 10,2 105,0 176
52005018 16 x 0,50 9,8 72,2 142 52007518 16 x 0,75 10,7 110,0 194
52005020 20x 0,50 10,7 91,0 167 52007520 20x 0,75 11,7 135,0 247
52005025  25x0,50 12,2 113,0 206 52007525 25x0,75 13,3 168,0 299
1 mm? 1,5 mm?
52010002 2x1 5,6 23 61 52015002 2x15 6,7 32 72
52010003 3x1 59 31 69 52015003 3x15 71 44 84
52010004 4x1 6,7 38 79 52015004 4x15 7,8 57 112
52010005 5x1 7,3 49 93 52015005 5x15 8,5 76 139
52010006 6x1 7,9 54 111 52015006 6x15 9,2 83 154
52010007 7x1 7,9 65 118 52015007 7x1,5 9,2 98 186
52010008 8x1 9,1 73 136 52015008 8x15 10,9 109 190
52010010 9x1 9,2 84 160 52015010 9x1,5 11,0 126 220
52010012 10x1 9,8 92 204 52015012 10x1,5 115 146 258
52010014 12x1 10,5 111 226 52015014 12x1,5 12,8 175 309
52010016 14x1 111 139 251 52015016 14x15 13,4 201 326
52010018 16x1 11,7 146 271 52015018 16x15 14,6 232 389
52010020 20x1 13,1 180 349 52015020 20x15 15,8 280 468
52010025 25x1 14,9 225 381 52015025 25x15 17,5 349 584
2,5 mm?
52025002 2X25 7,7 59 88
52025003 3x25 8,2 84 123
52025004 4x25 9,0 104 149
52025005 5x25 10,0 120 174
52025006 6x25 11,0 140 212
52025007 7%X2,5 11,0 168 139
52025008 8x25 13,1 180 276
52025010 10x 25 13,8 230 344
52025012 12x25 15,3 270 420
52025014 14x25 16,1 314 486
52025016 16x25 17,0 360 544
52025020 20x 2,5 18,9 450 681
52025025 25x25 20,8 560 830
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Teknik Bilgiler

Kontrol Kablolar \ \

VDE 0814 ve 0812’e uygun olarak Uretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C....+70' C
Sabit -30' C....+70 C

Min.Biikme yari gapi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

Iletken, eloktrolitik tavli ince biikilii tellerden olusur.

DIN 47100 Standartina uygun renklerde PVC ile izole

edilir. Tim damarlar ikili gruplar halinde bukultr

ikili gruplar birarada katlar halinde biikiilerek iizerine
polyester bant sarilir. Kalayl bakir tellerden olusan toprak
teli polyester (zerine kablo boyunca konulur ve lzerine
AL-PES folyo sarilir.

Dis Kilif, RAL 7032 gri PVC dir. Alev geciktirici dzelliktedir.

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadi§i yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak puls
iletimini tam ve diizgiin olarak saglar.

Acik hava, acik arazide kullanima uygun degildir.

SiPKODU CIFT SAY./KESIT DIS GAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE  “NUMBER OF PARS  OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm® mm Kg/Km Kg/Km
0,14 mny’
53014202 2x2x0,14 51 6,2 25
53014203 3x2x0,14 5,8 9,4 34
53014204 4x2x0,14 6,1 12,3 46
53014205 5x2x0,14 6,4 14,7 51
53014206 6x2x0,14 72 17,3 61
53014208 8x2x0,14 7,7 22,6 70
53014210 10x2x0,14 8,1 26,9 81
53014212 12x2x0,14 8,8 33,2 98
0,25 mm®
53025202 2x2x0,25 5,4 12,2 41
53025203 3x2x0,25 6,4 16,7 51
53025204 4x2x0,25 6,6 21,3 55
53025205 5x2x0,25 7,2 26,1 76
53025206 6Xx2x0,25 8,1 30,6 89
53025207 7x2x0,25 8,1 858! 93
53025208 8x2x0,25 8,6 39,7 101
53025210 10x2x 0,25 8,7 48,7 124
53025212 12x2x0,25 9,4 58,1 144
53025214 14x2x0,25 10,6 67,4 162
53025216 16x2x0,25 11,7 76,4 182
53025218 18 x2x0,25 12,5 85,6 219
53025220 20x2x0,25 13,6 92,4 242

KONTROL KABLOLARI
CONTROL CABLES

SIPKODU
ORDER CODE

53022202
53022203
53022204
53022205
53022206
53022207
53022208
53022210
53022212
53022214
53022216
53022218
53022220

53034202
53034203
53034204
53034205
53034206
53034207
53034208
53034210
53034212
53034214
53034216
53034218
53034220

LIY(St)Y-TP 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius FIexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable P\VVC colours as per

DIN 47100 standarts. Cores are twisted in pairs.

Pairs are twisted in layers. All of them are wrapped with
polyster tape.The drain wire which is made of multi twisted
tinned copper wires is put along the cable on polyester tape an
wrapped with the AL-PES Foil.The outer sheath is covered
with flame retardant RAL 7032 grey coloured PVC.
Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

Braided screen deflects external electrical influences and
ensure precise pulse transmission.These cables are not suitable
for open air and outdoor conditions.

GIFT SAY./KESIT
CNUMBER OF PAIRS
CROSS SECTION

DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
OVERALL DIA. COPPER WEIGHT  APP. WEIGHT

mm mm Kg/Km Kg/Km
0,22 mm’
2x2x0,22 53 10,6 32
3x2x0,22 6,1 14,9 43
4x2x0,22 6,9 19,1 67
5x2x0,22 7,6 233 70
6x2x0,22 8,4 27,6 80
7x2x0,22 8,8 31,8 90
8x2x0,22 9,9 36,1 108
10x 2 x 0,22 10,8 44 4 132
12x2x0,22 114 53,2 153
14 x 2 x 0,22 12,3 61,5 179
16 x 2 x 0,22 13,1 7,01 196
18 x 2 x 0,22 13,5 78,5 216
20x2x0,22 14,6 86,8 239
0,34 mm’

2x2x0,34 58 14,9 41
3x2x0,34 6,8 21,2 57
4x2x0,34 8,3 27,6 7
5x2x0,34 9,1 34,1 92
6x2x0,34 9,6 40,4 105
7x2x0,34 10,4 46,8 123
8x2x0,34 11,2 53,3 143
10x2x0,34 12,4 66,1 174
12x2x0,34 13,5 78,8 203
14x2x0,34 14,3 91,6 231
16 x2x0,34 15,3 104,4 266
18x2x0,34 16,3 117,2 292
20x2x0,34 17,4 130,1 335

Yor




S T A R
KONTROL KABLOLARI

LIY(St)Y-TP CONTROL CABLES LIY(St)Y-TP 250 V.
LIY(St)Y-TP (DIN 47100 Standart Renkler) LIY(St)Y-TP (Core insulation colors DIN 47100 Standards )
LIY(St)Y OZ-TP (Tum damarlar siyah, tizeri beyaz numarali) LIY(St)Y Oz-TP (All color white numbered )

LIY(St)Y JZ-TP (Bir damar sari/yesil digerleri siyah {izeri beyaz numarali) LIY(St)Y JZ-TP (One core yellow/green others black coder white numbered)
SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SE(ZZTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSS SE(ZZTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km mm mm Kg/Km Kg/Km
0,50mm? 0,75 mm?

53050202 2x2x0,50 6,9 19,1 59 53075202 2x2x0,75 7,1 26 73

53050203 3x2x0,50 7,1 28,5 7 53075203 3x2x0,75 8,8 40 97

53050204 4x2x0,50 9,3 38,0 14 53075204 4x2x0,75 9,3 54 132

53050205 5x2x0,50 10,3 47,5 123 53075205 5x2x0,75 10,3 68 155

53050206 6x2x0,50 10,9 57,1 135 53075206 6x2x0,75 11,7 81 183

53050207 7 x2x0,50 11,6 66,4 167 53075207 7x2x0,75 11,7 94 211

53050208 8x2x0,50 12,2 76,1 194 53075208 8x2x0,75 12,2 104 234

53050210 10x 2 x 0,50 13,7 951 232 53075210 10x2x0,75 12,8 132 289

53050212 12 x2x0,50 14,8 1141 273 53075212 12x2x0,75 14,8 159 337

53050214 14x2x0,50 16,2 133,0 308 53075214 14 x2x0,75 15,0 186 389

53050216 16 x 2 x 0,50 17,0 152,0 351 53075216 16x2x0,75 15,2 213 435

53050218 18x2x 0,50 18,2 171,2 389 53075218 18 x2x0,75 17,8 234 491

53050220 20 x 2 x 0,50 19,1 190,2 423 53075220 20x2x0,75 18,2 266 542

1 mm? 1,5 mm?

53100202 2x2x1 8,8 39 100 53150202 2x2x15 7,6 54 124

53100203 3x2x1 10,5 56 135 53150203 3x2x15 8,9 78 179

53100204 4x2x1 11,9 73 179 53150204 4x2x15 10,3 106 222

53100205 5x2x1 13,3 93 215 53150205 5x2x15 111 133 262

53100206 6x2x1 14,2 111 258 53150206 6x2x15 12,1 156 307

53100207 7x2x1 15,5 127 292 53150207 7x2x15 13,2 184 347

53100208 8x2x1 16,3 144 326 53150208 8x2x15 13,8 210 393

53100210 10x2x1 18,1 182 389 53150210 10x2x15 15,2 262 471

53100212 12x2x1 19,5 215 489 53150212 12x2x15 16,5 314 561

53100214 14x2x1 20,5 253 536 53150214 14x2x15 17,9 366 676

53100216 16x2x1 22,1 284 599 53150216 16x2x15 18,7 417 753

53100218 18x2x1 23,8 325 692 53150218 18x2x1,5 20,2 469 852

53100220 20x2x1 249 364 742 53150220 20x2x1,5 20,9 523 936

2,5 mm?

53250202 2x2x25 10,4 92 176

53250203 3x2x25 12,5 138 257

53250204 4x2x25 14,1 182 327

53250205 5x2x25 15,7 229 385

53250206 6x2x2,5 17,1 272 461

53250207 7Xx2x25 17,8 318 519

53250208 8x2x25 19,5 364 595

53250210 10x2x25 21,4 449 741

53250212 12x2x25 23,2 535 872

53250214 14x2x25 24,9 618 999

53250216 16x2x25 26,5 716 1140

53250218 18x2x25 28,1 803 1269

53250220 20x2x25 29,5 894 1378
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Teknik Bilgiler

Kontrol Kablolar

VDE 0814 ve 0812’e uygun olarak Uretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C....+70' C
Sabit -30'C....+70 C

Min.Biikme yari gapi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

Iletken, eloktrolitik tavli ince biiklii tellerden olusur.
DIN 47100 Standartina uygun renklerde PVC ile izole
edilir. Damarlar katlar halinde buklur.

Bukulu kablo grubu Gzerine Polyester bant sarilir.
Kalayli bakir tellerden olusan toprak teli polyester tzerine
kablo boyunca konulur ve tizerine AL-PES folyo sarilir.
Kalayl bakir teller ile %85 kapama oraninda 6rgil ekran
kaplanir.

Dis Kilif, RAL 7032 gri PVC dir. Alev geciktirici
oOzelliktedir.

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
mihendislik hizmetlerinde dlgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadidi yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak pulse
iletimini tam ve diizguin olarak saglar.

Acik hava, acik arazide kullanima uygun degildir.

gTAl WABLD LIVESE) ©F 4 = .04 mel

KONTROL KABLOLARI
CONTROL CABLES

) LIY(St)CY 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing .5 C...+70 C
Static -30 C....+70 C

Min.Bending Radius FIexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable PVVC colours as per

DIN 47100 standarts. Cores are twisted in pairs.

These twisted cores are wrapped with polyester tape.

The drain wire which is made of multi twisted tinned copper
wires is put along the cable on polyester tape and wrapped with
the AL-PES Foil. Braided Screen is placed over the polyester
tape and it has app. % 85 coverage The outer sheath is
covered with flame retardant RAL 7032 grey coloured PVC.
Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

Braided screen deflects external electrical influences and
ensure precise pulse transmission.These cables are not suitable
for open air and outdoor conditions.

SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSS SECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT
mm?* mm Kg/Km Kg/Km mm?* mm Kg/Km Kg/Km
0,14 mny’ 0,22 mm’
62001402 2x0,14 4,2 9,1 24 62002202 2x0,22 4,6 10,1 26
62001403 3x0,14 4,3 12,0 29 62002203 3x0,22 4,8 14,6 28
62001404 4x0,14 4,7 13,6 32 62002204 4x0,22 51 16,5 39
62001405 5x0,14 51 14,6 36 62002205 5x0,22 54 19,5 44
62001406 6x0,14 53 16,6 39 62002206 6x0,22 5,8 22,0 48
62001407 7x0,14 5% 18,1 43 62002207 7x0,22 5,8 25,1 55)
62001408 8x0,14 5,9 20,6 48 62002208 8x0,22 6,6 28,2 61
62001409 9x0,14 6,0 24,1 58) 62002209 9x0,22 6,6 31,2 69
62001410 10x0,14 6,2 27,0 58 62002210 10x 0,22 6,9 34,0 77
62001412 12x0,14 6,7 31,0 67 62002212 12 x 0,22 74 38,0 89
62001414 14x0,14 6,9 36,0 74 62002214 14 x 0,22 7,7 44,3 101
62001416  16x0,14 7,4 41,0 88 62002216 16 x 0,22 8,1 49,0 115
62001418 18x0,14 7,8 43,0 95 62002218 18 x 0,22 8,5 54,2 129
62001420 20x0,14 8,1 47,0 101 62002220 20x 0,22 8,8 58,0 142
62001425 25x0,14 8,7 56,0 129 62002225 25x0,22 9,6 71,0 171
0,25 mm’ 0,34 mm’
62002502 2x0,25 4,3 14,9 31 62003402 2x0,34 51 17,0 31
62002503 3x0,25 45 18,1 36 62003403 3x0,34 5,3 22,6 36
62002504 4x0,25 4.8 21,6 40 62003404 4x0,34 6,1 27,6 45
62002505 5x0,25 5,2 25,7 51 62003405 5x0,34 7,0 30,5 54
62002506 6 x 0,25 5,6 29,3 57 62003406 6x0,34 7,2 35,4 61
62002507 7x0,25 5,6 33,8 64 62003407 7x0,34 7,2 38,9 67
62002508 8x0,25 6,3 39,4 72 62003408 8x0,34 7,9 42,4 73
62002510 10x0,25 6,6 45,3 87 62003409 9x0,34 81 46,5 83
62002512 12x0,25 7,3 55,5 94 62003410 10x 0,34 8,8 49,3 92
62002514 14 x 0,25 7,6 58,1 102 62003412 12 x 0,34 9,4 59,9 105
62002516 16 x 0,25 8,0 62,6 118 62003414 14 x 0,34 9,8 65,3 125
62002518 18 x0,25 8,2 64,1 138 62003416 16 x 0,34 10,6 72,2 139
62002520 20x0,25 8,6 81,5 151 62003418 18 x 0,34 11,5 81,1 151
62002525 25x0,25 9,4 95,7 180 62003420 20x 0,34 12 89,2 163
62003425 25x0,34 13,5 105,2 199

0




S T A R
KONTROL KABLOLARI

LIY(St)CY CONTROL CABLES LIY(SOCY 250 V.
LIY(St)CY (DIN 47100 Standart Renkler) LIY(St)CY (Core insulation colors DIN 47100 Standards )
LIY(St)CY OZ (Tium damarlar siyah, Uizeri beyaz numarali) LIY(St)CY OZ (All color white numbered )

LIY(St)CY JZ (Bir damar sari/yesil digerleri siyah izeri beyaz numarali) LIY(St)CY JZ (One core yellow/green others black coder white numbered)
siPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SE(ZZTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSS SE(ZZTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km mm mm Kg/Km Kg/Km
0,50mm? 0,75 mm?
62005002 2x0,50 55 20,1 34 62007502 2x0,75 5,8 254 56
62005003 3x0,50 57 26,7 515 62007503 3x0,75 6,1 32,5 67
62005004 4x0,50 6,1 32,2 67 62007504 4x0,75 6,6 40,9 79
62005005 5x0,50 6,6 38,8 7 62007505 5x0,75 7,3 78,4 97
62005006 6 x 0,50 7,4 454 89 62007506 6x0,75 7,9 57,2 113
62005007 7x0,50 74 50,5 96 62007507 7x0,75 7,9 64,4 123
62005008 8 x 0,50 8,5 56,6 112 62007508 8x0,75 9,0 72,5 142
62005010 9x0,50 8,5 65,0 125 62007510 9x0,75 9,0 79,5 153
62005012 10x 0,50 8,7 68,1 133 62007512 10x 0,75 9,4 83,7 165
62005014  12x0,50 9,3 80,0 154 62007514 12 x 0,75 10,1 101,0 163
62005016 14 x 0,50 9,7 90,1 180 62007516 14 x 0,75 10,8 116,6 223
62005018 16 x 0,50 10,3 101,9 200 62007518 16 x 0,75 11,3 130,9 245
62005020 20x 0,50 11,4 123,2 247 62007520 20x 0,75 12,3 160,2 305
62005025  25x 0,50 12,8 150,5 295 62007525 25x0,75 13,9 196,5 378
1 mm? 1,5 mm?
62010002 2x1 6,2 32,5 63 62015002 2x15 7,3 41,2 70
62010003 3x1 6,6 41,7 76 62015003 3x15 7,7 55,3 84
62010004 4x1 73 52,9 101 62015004 4x15 8,4 70,4 107
62010005 5x1 79 63,3 120 62015005 5x15 9,1 84,3 124
62010006 6x1 8,5 73,7 136 62015006 6x15 9,8 100,9 149
62010007 7x1 8,5 83,2 148 62015007 7x1,5 9,8 113,5 168
62010008 8x1 9,7 95,1 174 62015008 8x15 11,6 128,7 185
62010009 9x1 9,8 104,1 217 62015010 9x1,5 11,7 139,8 205
62010010 10x1 10,4 1142 246 62015012 10x15 12,1 156,0 224
62010012 12x1 11,1 134,2 282 62015014 12x1,5 13,4 184,4 258
62010014 14x1 11,7 154,5 328 62015016 14x 15 14,0 2129 293
62010016 16x1 12,3 173,9 363 62015018 16x15 15,2 240,1 332
62010020 20x1 13,7 2146 403 62015020 20x15 16,4 298,6 417
62010025 25x1 15,5 262,2 486 62015025 25x15 18,1 370,2 499
2,5 mm?

62025002 2x25 8,3 60,2 105

62025003 3x25 8,8 82,7 139

62025004 4x25 9,6 105,6 172

62025005 5x25 10,6 129,2 206

62025006 6x25 11,7 154,5 249

62025007 7x25 11,7 175,7 279

62025008 8x25 13,8 202,8 319

62025010 10x 2,5 14,4 2454 378

62025012 12x25 15,9 290,5 446

62025014 14x25 16,7 336,2 508

62025016 16x2,5 17,6 381,0 581

62025020 20x 2,5 19,5 457,4 725

62025025 25x25 21,5 588,8 892
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LIY(St)CY-TP

Teknik Bilgiler

Kontrol Kablolar

VDE 0814 ve 0812’e uygun olarak uretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C...+70 C
Sabit -30'C...+70'C

Min.Biikme yari capi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

iletken, eloktrolitik tavli ince biikilii tellerden olusur.
DIN 47100 Standartina uygun renklerde PVC ile izole
edilir. TUm damarlar ikili gruplar halinde bukultr

ikili gruplar birarada katlar halinde biikiilerek iizerine
polyester bant sarilir. Kalayli bakir tellerden olusan toprak
teli polyester Uzerine kablo boyunca konulur ve lzerine
AL-PES folyo sarilir.Kalayh bakir teller ile %85

kapama oraninda 6rgu ekran kaplanir.

Dis Kilif, RAL 7001 gri PVC dir. Alev geciktirici dzelliktedir.
Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
muhendislik hizmetlerinde élgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadigi yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak pulse
iletimini tam ve diizgun olarak saglar.

Acik hava, acik arazide kullanima uygun degildir.

\\ 7

KONTROL KABLOLARI
CONTROL CABLES

{

SiP.KODU CIFT SAY./KESIT DIS GAP BAKIR AGIRLIGI YAKL. AGIRLIK SiP.KODU
ORDER CODE ~ “RUMBEROFPARS  GVERALL DIA. COPPERWEIGHT ~ APP.WEIGHT ~ ORDER CODE
mm® mm Kg/Km Kg/Km

0,14 mmy’
63014202 2x2x0,14 5,6 18,6 42,3 63022202
63014203 3x2x0,14 6,0 2815 51,6 63022203
63014204 4x2x0,14 7,1 26,4 58,6 63022204
63014206 6x2x0,14 8,5 39,7 92,6 63022205
63014208 8x2x0,14 8,9 471 101,2 63022206
63014210 10x2x0,14 10,5 52,2 121,2 63022207
63014212 12x2x0,14 11,4 66,3 152,1 63022208
63022210
63022212
63022214
63022216
0,25 mm’ 63022218
63025202 2x2x0,25 54 25 42 63022220
63025203 3x2x0,25 6,4 31 58]
63025204 4x2x0,25 6,5 39 59
63025205 5x2x0,25 7,3 45 79
63025206 6x2x0,25 8,4 48 95 63034202
63025207 7x2x0,25 8,5 52 101 63034203
63025208 8x2x0,25 8,6 59 111 63034204
63025210 10x2x0,25 9,5 73 1185 63034205
63025212 12x2x0,25 10,7 86 166 63034206
63025214 14x2x0,25 11,8 95 200 63034207
63025216 16 x 2 x 0,25 12,5 113 238 63034208
63025218 18 x2x 0,25 13,3 123 261 63034210
63025220 20x2x 0,25 13,9 133 291 63034212
63034214
63034216
63034218
63034220

LIY(St)CY-TP 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing. .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius Flexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable P\VVC colours as per

DIN 47100 standarts. Cores are twisted in pairs. Pairs are
twisted in layers. All of them are wrapped with polyster tape.
The drain wire which is made of multi twisted tinned copper
wires is put along the cable on polyester tape and wrapped
with the AL-PES Foil.Braided Screen is placed over the
polyester tape and it has app. % 85 coverage The outer sheath
is covered with flame retardant RAL 7032 grey coloured PVC.
Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

Braided screen deflects external electrical influences and
ensure precise pulse transmission.These cables are not suitable
for open air and outdoor conditions.

GIFT SAY./KESIT
CNUMBER OF PAIRS
CROSS SECTION

DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
OVERALL DIA. COPPER WEIGHT  APP. WEIGHT

mm® mm Kg/Km Kg/Km
0,22 mm’
2x2x0,22 6,2 21 45
3x2x0,22 6,9 28 59
4x2x0,22 7,9 34 74
5x2x0,22 8,4 39 85
6x2x0,22 9,2 46 99
7x2x0,22 9,7 50 112
8x2x0,22 10,6 54 133
10x2x 0,22 11,6 70 159
12x2x0,22 12,3 79 179
14 x 2 x 0,22 13,3 89 208
16 x 2 x 0,22 13,9 100 229
18 x 2 x 0,22 14,5 110 249
20x2x0,22 15,4 120 276
0,34 mm’
2x2x0,34 6,5 27 53
3x2x0,34 7,3 37 72
4x2x0,34 8,6 45 92
5x2x0,34 9,4 54 109
6x2x0,34 9,9 62 125
7x2x0,34 10,7 71 143
8x2x0,34 11,6 79 164
10x2x0,34 12,7 95 199
12x2x0,34 13,8 110 232
14 x2x 0,34 14,8 119 258
16 x2x0,34 15,8 124 295
18x2x0,34 16,5 154 323
20x2x0,34 17,3 169 352

Yoz




S T A R
KONTROL KABLOLARI

LIY(St)CY-TP CONTROL CABLES LIY(St)CY-TP 250 V.
LIY(St)CY-TP (DIN 47100 Standart Renkler) LIY(St)CY-TP (Core insulation colors DIN 47100 Standards )
LIY(St)CY-TP OZ (Tum damarlar siyah, Uizeri beyaz numarali) LIY(St)CY-TP OZ (All color white numbered )

LIY(St)CY-TP JZ (Bir damar sari/yesil digerleri siyah tizeri beyaz numarali) LIY(St)CY-TP JZ(One core yellow/green others black coder white numbered
SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SE(ZZTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSS SE(ZZTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km mm mm Kg/Km Kg/Km
0,50mm? 0,75 mm?

63050202 2x2x0,50 8,3 34 74 63075202 2x2x0,75 8,7 46 88

63050203 3x2x0,50 8,4 48 88 63075203 3x2x0,75 9,5 61 118

63050204 4x2x0,50 9,6 58 123 63075204 4x2x0,75 10,5 75 149

63050205 5x2x0,50 10,4 71 140 63075205 5x2x0,75 11,7 93 175

63050206 6x2x0,50 11,2 83 156 63075206 6x2x0,75 12,6 108 207

63050207 7x2x0,50 12,2 95 183 63075207 7x2x0,75 13,5 124 231

63050208 8x2x0,50 12,8 104 205 63075208 8x2x0,75 14,2 138 259

63050210 10x2x 0,50 14,2 127 249 63075210 10x2x0,75 15,8 168 316

63050212 12 x2x0,50 15,3 152 288 63075212 12x2x0,75 16,9 198 373

63050214 14 x2x 0,50 16,5 172 334 63075214 14x2x0,75 18,3 227 419

63050216 16 x 2 x 0,50 17,4 195 369 63075216 16 x2x0,75 19,2 256 469

63050218 18 x2x 0,50 18,7 25 423 63075218 18 x2x0,75 20,5 285 528

63050220 20 x 2 x 0,50 19,4 237 459 63075220 20x2x0,75 21,4 313 576

1 mm? 1,5 mm?

63100202 2x2x1 9 55 115 63150202 2x2x15 10,1 74 138

63100203 3x2x1 10,9 78 129 63150203 3x2x15 11,7 106 189

63100204 4x2x1 12,3 100 201 63150204 4x2x15 13,2 136 238

63100205 5x2x1 13,7 122 234 63150205 5x2x15 14,4 163 286

63100206 6x2x1 14,7 144 272 63150206 6x2x15 15,9 195 339

63100207 7x2x1 15,9 165 314 63150207 7x2x15 16,9 224 394

63100208 8x2x1 16,7 184 347 63150208 8x2x15 17,7 252 427

63100210 10x2x1 18,5 218 418 63150210 10x2x15 19,9 609 532

63100212 12x2x1 19,9 265 494 63150212 12x2x15 21,5 364 618

63100214 14x2x1 21,5 304 569 63150214 14x2x15 23,2 424 719

63100216 16x2x1 22,7 346 637 63150216 16x2x15 24,4 482 803

63100218 18x2x1 24,3 384 724 63150218 18x2x15 25,9 535 896

63100220 20x2x1 258 424 792 63150220 20x2x1,5 27,2 589 979

2,5 mm?

63250202 2x2x25 10,9 114 185

63250203 3x2x25 12,7 161 265

63250204 4x2x25 14,4 210 330

63250205 5x2x25 16,1 251 404

63250206 6Xx2x25 17,1 305 569

63250207 7Xx2x25 18,2 351 528

63250208 8x2x25 19,7 400 622

63250210 10x2x25 21,6 493 749

63250212 12x2x25 23,7 585 889

63250214 14x2x25 254 680 1020

63250216 16x2x2,5 27,2 771 1154

63250218 18x2x25 28,3 864 1285

63250220 20x2x2,5 29,7 955 1414
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LIYCY-CY(TP)

Teknik Bilgiler

Kablo yapisi

Iletken, eloktrolitik tavli ince biikilii tellerden olusur.

DIN 47100 Standartina uygun renklerde PVC ile izole

edilir. Tim damarlar ikili gruplar halinde bukdlur. Ikili
gruplar Uzerine polyester bant sarilir. Kalayl bakir tellerden
%85 kapama ile orgii yapihr. Orgiilii giftler tizerine RAL 7001
Gri PVC kilif kaplanir ve her ciftin kilifi Uzerine numara yazilir.
Numara yazili kiliflar tekrar birarada bukiilir. Uzerine
polyester bant sarilir. Tlim 6zin tzerine kalayh bakir tellerden
% 85 kapama 6rgu yapilir.

Dis Kilif, RAL 7001 gri PVC dir. Alev geciktirici 6zelliktedir.
Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik

kontrol sistemlerinde, PLC kontrol sistemlerinde,
mihendislik hizmetlerinde dlgme ve sinyal amaciyla

gerilme zorlanmalarinin olmadidi yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak pulse
iletimini tam ve diizguin olarak saglar.

Acik hava, acik arazide kullanima uygun degildir.

KONTROL KABLOLARI
CONTROL CABLES

Kontrol Kablolari Control Cables

VDE 0814 ve 0812’e uygun olarak Uretilirler Design complies with VDE 0814 and 0812

Calisma \Voltaji 250 V. Operating Voltage 250 V.

Test Gerilimi 1200 V. Test Voltage 1200 V.

izolasyon Direnci 200 MQ  Km. Insulation Resistance 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C....+70' C Temparature Flexing .5 C...+70 C
Sabit -30’ C....+70 C Static -30 C...+70 C

Min.Biikme yari capi Hareketli 12 x Kablo Capi Min.Bending Radius FIexing 12 x cable Diameter
Sabit 4 x Kablo Capi Static 4 X Cable Diameter

Technical Data

Cable Structure

Cunductor, bare copper, fine stranded wires.Cores are insulated
with suitable PVVC colours as per DIN 47100 standarts. All cores
are twisted in groups of pairs which are covered whit a polyester
tape.A brading screen is applied with %85 coverage rate of tinned
copper wire. The braided pairs are covered by the RAL 7001 grey
colorued PVC sheath. The numbers are written over the sheaths
of each pair. The sheaths with numbers are then altogether twisted
and covered by the polyester tape again. Then again all over the
core another tinned copper screen with %85 coverage rate is
applied. The outer sheath is covered

with flame retardant RAL 7001 grey coloured PVC.

Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

Braided screen deflects external electrical influences and

ensure precise pulse transmission.These cables are not suitable
for open air and outdoor conditions.

LIYCY-CY(TP) (DIN 47100 Standart Renkler)
LIYCY-CY OZ(TP) (Tum damarlar siyah, tizeri beyaz numaralr)
LIYCY-CY JZ(TP)(Bir damar sari/yesil digerleri siyah tizeri beyaz nmr.)

LIYCY-CY(TP) (Core insulation colors DIN 47100 Standards )
LIYCY-CY OZ(TP) (All color white numbered )
LIYCY-CY JZ(TP)(One core yellow/green others black coder white num.)

SIPKODU CIFT SAY./KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SIPKODU CIFT SAY./KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE ~ “RWMBEROFPARS  GVERALL DIA. COPPERWEIGHT ~ APP.WEIGHT =~ ORDER CODE CRowetROFPARS  GVERALL DIA. COPPER WEIGHT — APP. WEIGHT
mm® mm Kg/Km Kg/Km mm* mm Kg/Km Kg/Km

0,14 mmy’ 0,50 mm?

60014202 2x2x0,14 7,4 28 87 60050202 2x2x0,50 109 75 130

60014203 3x2x0,14 7,6 31 96 60050203 3 x2x0,50 11,5 96 163

60014204 4x2x0,14 9,4 41 128 60050204 4 x2x0,50 13,1 144 209

60014206 6x2x0,14 11,1 62 167 60050206 6 x 2 x 0,50 15,0 183 291

60014208 8x2x0,14 13,1 87 224 60050208 8 x2x0,50 18,9 275 401

60014210 10x2x0,14 14,1 97 296 60050210 10x2x 0,50 19,1 306 423

60014212 12x2x0,14 15,1 122 346 60050212 12x2x0,50 20,2 359 482
0,25 mm* 0,75 mm’

60025202 2x2x0,25 8,7 45 106 60075202 2x2x0,75 12,1 91 161

60025203 3x2x0,25 9,5 57 134 60075203 3x2x0,75 12,6 114 191

60025204 4x2x0,25 11,6 72 174 60075204 4x2x0,75 13,5 144 236

60025206 6Xx2x0,25 13,1 112 247 60075206 6x2x0,75 16,5 202 331

60025208 8x2x0,25 14,8 144 341 60075208 8x2x0,75 20,0 285 451

60025210 10x2x0,25 16,2 172 361 60075210 10x2x0,75 22,4 340 591

60025212 12x2x0,25 16,9 195 441 60075212 12x2x0,75 23,1 435 702
0,34 mm’

60034202 2x2x0,34 10,1 67 129

60034203 3x2x0,34 11,1 80 151

60034204 4x2x0,34 12,5 126 201

60034206 6x2x0,34 14,6 157 306

60034208 8x2x0,34 17,7 225 375

60034210 10x2x0,34 17,9 263 394

60034212 12x2x0,34 18,5 293 471

Yoz
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KONTROL KABLOLARI
CONTROL CABLES

LI2Y(St)CY-PiMF

Teknik Bilgiler Technical Data

Kontrol Kablolari ' Control Cables

VDE 0814 ve 0812’e uygun olarak Uretilirler Design complies with VDE 0814 and 0812

Calisma \Voltaji 250 V. Operating Voltage 250 V.

Test Gerilimi 1200 V. Test Voltage 1200 V.

izolasyon Direnci 5 GQ Km. Insulation Resistance 5 GQ Km.

Calisma Sicakhg Hareketli .5°C...+70'C Temparature Flexing .5 C...+70 C
Sabit -30’ C....+70 C Static -30 C....+70 C

Min.Biikme yari capi  Hareketli 12 x Kablo Capi | Min.Bending Radius FIexing 12 x cable Diameter
Sabit 4 x Kablo Capi ! Static 4 X Cable Diameter

Kablo yapisi ﬂ Cable Structure

Iletken, eloktrolitik tavli ince bukulu tellerden olusur. ] Cunductor, bare copper, fine stranded wires.

DIN 47100 Standartina uygun renklerde PE yaltkan Cores are insulated with suitable PE colours as per

ile izole edilir. Tim damarlar ciftler halinde bikuldr. DIN 47100 standarts. Cores are twisted in pairs. The pairs

Ciftler topraklama teli ile birlikte AL-PES folyo ile with drain wire are screened with AL-PES foil. The

sarilir. Ekranli ciftler tekrar katlar halinde bakulr. screened pairs are again twisted in layers. All over the core is

Oziin Uzerine polyester bant sarilir. Kalayli bakir tellerden covered by the polyester tape. A braiding screen with %85

%85 kapama ile 6rgl yapilir. coverage rate of tinned copper wires is applied.

Dis Kilif, RAL 7001 gri PVC dir. Alev geciktirici The outer sheath is covered with flame retardant

Ozelliktedir. RAL 7032 grey coloured PVC.

Kullanim alani Application

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik These flexible cables are used for the electric and

kontrol sistemlerinde, PLC kontrol sistemlerinde, electronic control systems, PLC control systems, engineering

muhendislik hizmetlerinde 6lgme ve sinyal amaciyla projects for signal and measurement purposes where the

gerilme zorlanmalarinin olmadi§i yerlerde kullanilirlar. mechanical forces does not exist.

Ekranlama harici elektriksel sinyallere engel olarak pulse Braided screen deflects external electrical influences and

iletimini tam ve diizgiin olarak saglar. ensure precise pulse transmission.These cables are not suitable

Acik hava, acik arazide kullanima uygun degildir. for open air and outdoor conditions.

SIPKODU  GIFT SAY./KESIT DISGAP  BAKIR AGIRLIGI YAKL. AGIRLIK SIPKODU  CIFT SAY./KESIT DISGAP  BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE ~ “RWMEEROFPARS  GVERALL DIA. COPPERWEIGHT ~ APP.WEIGHT ~ ORDER CODE CRouecROFPARS  GVERALL DIA. COPPER WEIGHT — APP. WEIGHT
mm’ mm Kg/Km Kg/Km mm® mm Kg/Km Kg/Km
0,14 mmy’ 0,50 mm?
65014202 2x2x0,22 7,7 34 39 65050202 2 x2x 0,50 9,5 48 97
65014203 3x2x0,22 8,1 37 58 65050203 3 x2x0,50 10,3 65 115
65014204 4x2x0,22 8,7 50 84 65050204 4 x2x0,50 111 81 142
65014208 8x2x 0,22 10,5 84 134 65050208 8x 2 x 0,50 14,6 162 272
65014210 10x2x 0,22 11,1 100 165 65050210 10x2x 0,50 15,8 203 328
0,34 mm’ 0,1 mm’
65034202 2x2x0,34 9,1 45 71 65075202 2x2x1 9,8 70 127
65034203 3x2x0,34 9,4 55 86 65075203 3x2x1 10,9 97 157
65034204 4x2x0,34 10,2 68 104 65075204 4x2x1 11,8 125 194
65034208 8x2x0,34 12,9 113 192 65075210 10x2x1 19,1 888 493
65034210 10x2x0,34 13,6 151 231
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Teknik Bilgiler

Kontrol Kablolar

VDE 0815 ve uygun olarak uretilirler

Calisma \Voltaji 300 V.

Test Gerilimi 800 V.

izolasyon Direnci 100 MQ  Km.

Calisma Sicakhg Hareketli -5°cC...+70 C
Sabit -30'C....+70' C

Min.Bilkme yari gapi Hareketli 15 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

Iletken, Tek tel elektrolitik bakir iletken VDE 0815 stand.

Uygun renklerde PVC ile izole edilir. Tim damarlar ikili
gruplar halinde bukuldr. Tam ikili gruplar birarada katlar
halinde bukilerek tzerine polyester bant sarilir. Tek tel
kalayli bakirdan olusan topraklama teli kablo boyunca

polyester tizerine konulur ve (izerine AL-PES folyo sarilir.

Dis Kilif, RAL 3000 kirmizi PVC dir. Alev geciktirici
oOzelliktedir.

Kullanim alani
Bina ici sabit tesisatlarda yangin ihbar kablosu olarak
kullanilirlar.

GIFT SAYISI/TEL GAPI

slEkopy No. Of. Pairs/Wire Diameter

ORDER CODE mm
2x0,60 mm
24060201 1x2x0,60
24060202 2x2x0,60
24060203 3x2x0,60
24060204 4x2x0,60
24060205 5x2x0,60
24060206 6x2x0,60
24060208 8x2x0,60
24060210 10x 2 x 0,60
24060212 12x2x0,60
24060214 14 x 2 x 0,60
24060216 16 x2x0,60
24060220 20 x 2 x 0,60
24060230 30 x 2 x 0,60
24060250 50 x 2 x 0,60
2x0,80 mm

24080201 1x2x0,80
24080202 2x2x0,80
24080203 3x2x0,80
24080204 4x2x0,80
24080205 5x2x0,80
24080206 6x2x0,80
24080208 8x2x0,80
24080210 10x2x0,80
24080212 12x2x0,80
24080214 14 x2x0,80
24080216 16 x2x0,80
24080220 20x 2 x 0,80
24080230 30x2x0,80
24080250 50 x 2 x 0,80

YANGIN iHBAR KABLOSU
FIRE ALARM CABLES

DIS CAP
OVERALL DIA.
mm

4,5
52
6,2
6,4
7,1
7,2
8,1
10,2
10,3
10,5
11,3
12,1
14,3
17,7

57
6,3
8,4
9,2
9,4
11,1
11,5
13,3
14,1
14,6
15,9
16,9
20,4
25,7

Technical Data
Control Cables
Design complies with VDE 0815

Operating Voltage 300 V.

Test Voltage 800 V.

Insulation Resistance 100 MQ  Km.

Temparature Flexing. .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius Flexing 15 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Single core electrolytic copper conductor according to VDE
0815 standards, insulated with HFFR in suitable colors.

Cores twisted in pairs, Pairs twisted in layers. All of them

are wrapped with polyester tape. The drain wire which is made
of single core tinned copper is put along the cable on polyester
tape and wrapped with the AL-PES foil.

Finally covered with the outer sheath made of HFFR with
flame retardant additive in RAL 3000 red colour.

Application
It is used as a fire warning cable in the fixed indoor
installations.

BAKIR AGIRLIGI YAKL. AGIRLIK

COPPER WEIGHT APP. WEIGHT
Kg/Km Kg/Km
6,6 27
11,6 38
16,9 50
22,4 60
28,3 68
334 79
43,9 89
54,9 109
66,4 126
76,2 189
87,7 154
108,3 194
163,0 266
275,0 422
11,0 39
19,6 57
29,8 79
39,2 96
50,1 117
56,6 135
75,4 162
94,2 213
111,3 231
132,0 262
149,2 302
1931 361
295,2 526
485,2 831

Yo




HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

STAR KABLO
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Teknik Bilgiler

Kontrol Kablolari

VVDE 0814 ve 0812’e uygun olarak Uretilirler

Calisma \Voltaji 300 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C...+70 C
Sabit -30'C....+70'C

Min.Biikme yari capi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

lletken, eloktrolitik tavli ince bukdll tellerden olusur.
DIN 47100 Standartina uygun renklerde HFFR yalitkan
ile izole edilir. Damarlar katlar halinde bukdl(r.

Dis Kilif, RAL 7001 gri HFFR dir. Alev geciktirici
ozelliktedir.

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadi@i yerlerde kullanilirlar.
Acik hava, acik arazide kullanima uygun degildir.

SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm? mm Kg/Km Kg/Km
0,14 mny’
68001402 2x0,14 34 2,6 17
68001403 3x0,14 3,6 39 19
68001404 4x0,14 3,9 52 23
68001405 5x0,14 4,2 6,4 26
68001406 6x0,14 4,5 7,7 30
68001407 7x0,14 4,5 9,0 33
68001408 8x0,14 49 10,3 37
68001409 9x0,14 52 11,6 40
68001410 10x0,14 55 12,9 43
68001412  12x0,14 57 15,8 48
68001414  14x 0,14 6,0 18,0 54
68001416 16 x 0,14 6,6 20,6 61
68001420 20x 0,14 7,3 25,8 75
68001425 25x0,14 8,2 32,2 88
0,25 mm?
68002502 2x0,25 3,8 4,6 23
68002503 3x0,25 4,0 6,9 25
68002504 4x0,25 4,4 9,2 32
68002505 5x0,25 4,9 11,8 38
68002506 6x0,25 53 13,8 45
68002507 7x0,25 53 16,1 47
68002508 8x0,25 57 18,8 51
68002509 9x0,25 6,2 21,2 56
68002510  10x 0,25 6,7 23,3 63
68002512  12x 0,25 7,0 28,2 72
68002514 14 x0,25 73 32,6 80
68002516 16 x 0,25 7,6 38,0 86
68002520 20 x 0,25 8,8 46,5 114
68002525  25x 0,25 10,0 59,4 141

HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

SIPKODU

68002202
68002203
68002204
68002205
68002206
68002207
68002208
68002209
68002210
68002212
68002214
68002216
68002220
68002225

68003402
68003403
68003404
68003405
68003406
68003407
68003408
68003409
68003410
68003412
68003414
68003416
68003420
68003425

LIHH 250 V.
Technical Data
Control Cables
Design comlies with VDE 0814 and 0812.
Operating Voltage 300 V.
Test Voltage 1200 V.
Insulation Resistance 200 MQ  Km.
Temparature Flexing -5'C...+70 C
Static -30’ C...+70 C
Min.Bending Radius Flexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable HFFR colours as per
DIN 47100 standarts. Cores are twisted together in layers.
The outer sheath is covered

with flame retardant RAL 7001 grey coloured HFFR.

Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

These cables are not suitable

for open air and outdoor conditions.

KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm? mm Kg/Km Kg/Km

0,22 mm’

2x0,22 3,6 4,0 20
3x0,22 3,8 6,1 23
4x0,22 41 8,1 28
5x0,22 4,4 10,5 32
6x0,22 5,0 12,5 39
7x0,22 5,0 14,6 42
8x0,22 54 16,5 46
9x0,22 58 18,6 51
10x 0,22 6,1 20,7 54
12 x 0,22 6,4 24,8 62
14 x 0,22 6,9 29,0 73
16 x 0,22 7,2 33,4 80
20x 0,22 8,0 42,2 98
25x0,22 9,2 52,3 120
0,34 mm’

2x0,34 43 6,3 29
3x0,34 4,3 9,4 32
4x0,34 4,8 12,4 39
5x0,34 53 15,5 46
6x0,34 58 18,6 53
7x0,34 58 21,8 57
8x0,34 6,2 24,8 64
9x0,34 6,9 28,0 73
10x 0,34 7,3 31,0 80
12x0,34 7,6 37,1 93
14x 0,34 8,0 43,3 106
16 x 0,34 8,8 50,0 125
20x 0,34 915 62,6 146
25x 0,34 10,9 78,2 182

Yo
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HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

LIHH LIHH 250 V.
SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SE(ZZTION OVERALL DIA. COPPER WEIGHT APP. WEIGHT ORDER CODE CROSS SE(ZETION OVERALL DIA. COPPER WEIGHT APP. WEIGHT
mm mm Kg/Km Kg/Km mm mm Kg/Km Kg/Km
0,50mm? 0,75 mm?
68005002 2x0,50 48 8,7 35 68007502 2x0,75 5,2 12,9 45
68005003 3x0,50 5,1 13,0 40 68007503 3x0,75 55 19,4 53
68005004 40,50 5,6 17,4 50 68007504 4x0,75 6,1 25,8 67
68005005 5x 0,50 6,1 21,7 62 68007505 5x0,75 6,8 323 80
68005006 6 x 0,50 6,7 26,1 75 68007506 6x0,75 7.3 38,7 89
68005007 7x0,50 7,2 30,4 87 68007507 7x0,75 8,0 45,2 100
68005008 8x 0,50 7.8 348 100 68007508 8x0,75 8,9 52,8 120
68005009 9x 0,50 8,0 39,1 105 68007509 9x0,75 8.8 59,3 145
68005010 10 x 0,50 8,4 44,4 116 68007510 10x0,75 9,2 65,9 161
68005012 12 x 0,50 8,9 53,3 132 68007512 12 x 0,75 9,9 79,1 181
68005013 14 x 0,50 9,3 62,2 147 68007513 14 x 0,75 10,4 92,3 204
68005016 16 x 0,50 10,0 71,1 169 68007516 16 x 0,75 11,1 105,5 257
68005020 20 x 0,50 11,1 88,8 208 68007520 20x0,75 12,8 131,9 307
68005025 25 x 0,50 12,7 111,0 267 68007525 25x 0,75 14,4 164,9 257
1 mm? 1,5 mm?
68010002 2x1 58 17,4 53 68015002 2x15 6,7 26,5 73
68010003 3x1 6,1 26,1 65 68015003 3x1,5 7.1 39,8 90
68010004 4x1 6,7 348 80 68015004 4x15 78 53,0 108
68010005 5x1 74 43,4 100 68015005 5x1,5 8,7 66,3 135
68010006 6x1 8,0 52,1 118 68015006 6x1,5 9,5 79,5 150
68010007 7x1 8,0 60,8 125 68015007 7x15 9,5 92,8 180
68010008 8x1 8.9 69,5 150 68015008 8x15 10,5 106,0 194
68010009 9x1 10,7 78,2 193 68015009 9x1,5 12,1 121,9 249
68010010 10x1 11,0 88,8 209 68015010 10x15 12,8 1355 280
68010012 12x1 11,6 106,6 237 68015012 12x15 13,6 162,6 301
68010014 14x1 12,2 124,4 268 68015014 14x15 14,4 189,7 380
68010016 16x1 13,7 142,1 325 68015016 16x 1,5 16,2 216,8 460
68010020 20x1 15,6 177,7 440 68015020 20x1,5 18,3 271,0 571
68010025 25x1 17,2 219 465 68015025 25x1,5 18,9 319 594
2,5 mm? 4 mm?
68025002 2x25 48 59 88 68040002 2x4 5,2 12,9 45
68025003 3x25 5,1 84 123 68040003 3x4 55 19,4 53
68025004 4x25 5,6 104 149 68040004 4x4 6,1 25,8 67
68025005 5x25 6,1 120 174 68040005 5x4 6,8 32,3 80
68025006 6x25 6,7 140 212 68040006 6 x 4 7.3 38,7 88
68025007 7%x25 7.2 168 139 68040007 7x4 7.4 45,2 100
68025008 8x2,5 78 180 276 68040008 8x 4 8,1 52,8 120
68025010 10x2,5 8,8 230 344 68040009 10x4 9,2 65,9 145
68025012 12x25 8,9 270 420 68040010 12x4 9,9 79,1 161
68025014 14x25 9,3 314 486 68040012 14 x 4 10,4 92,3 180
68025016 16x25 10,0 360 544 68040014 16 x4 11,5 105,5 204
68025020 20x 2,5 11,1 450 681 68040016 20x4 12,5 131,9 258
68025025 25x2,5 12,7 560 830 68040020 25x4 14,6 164,9 308
6 mm? B i

68060002 2X6 5,8 17,4 54 68060012 12x 6 11,0 106,6 224
68060003 3x6 6,1 26,1 65 63060014 14X 6 11,6 124.4 251
68060004 4%6 6,7 34,8 80 68060016 16 x 6 12,2 1421 282
68060005 5X6 7.4 43,4 100 68060020 20x6 13,7 177,7 355
68060006 6x6 8,0 52,1 118 68060025 25X 6 15,6 222,1 440
68060007 7%x6 8,0 60,8 125
68060008 8XxX6 8,9 69,5 150
68060010 10x 6 10,7 86,9 200
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Teknik Bilgiler

Kontrol Kablolari

VDE 0814 ve 0812’e uygun olarak Uretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C....+70' C
Sabit -30' C....+70' C

Min.Biikme yari gapi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi
lletken, eloktrolitik tavli ince bukdll tellerden olusur.
DIN 47100 Standartina uygun renklerde HFFR yalitkan

ile izole edilir. Tim damarlar ikili gruplar halinde bukuldr.

ikili gruplar bir arada katlar halinde biikiilerek iizerine
polyester bant sarilir.

Dis Kilif, RAL 7001 gri HFFR dir. Alev geciktirici
oOzelliktedir

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadi@i yerlerde kullanilirlar.
Acik hava, acik arazide kullanima uygun degildir.

HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

\\'f /

Kg/Km

26
34
46
59
70
79
97

122
139
157
176
213

BAKIR AGIRLIGI YAKL. AGIRLIK

SIPKODU GIFT SAY./KESIT DIS GAP
ORDER CODE ~ CRMEEROFPARS  GVERALL DIA. COPPER WEIGHT — APP. WEIGHT
mm* mm Kg/Km
0,14 mny’
69014202 2x2x0,14 49 53
69014203 3x2x0,14 57 8,5
69014204 4x2x0,14 6,1 11,3
69014206 6x2x0,14 7,3 16,5
69014208 8x2x0,14 7,6 21,6
69014210 10x2x0,14 7,9 25,8
69014212 12x2x0,14 8,7 32,0
0,25 mm®
69025202 2x2x0,25 51 9,3
69025203 3x2x0,25 59 13,8
69025204 4x2x0,25 6,3 18,2
69025205 5x2x0,25 6,9 22,8
69025206 6Xx2x0,25 7,7 27,3
69025207 7x2x0,25 7,7 32,0
69025208 8x2x0,25 8,3 36,5
69025210 10x2x0,25 9,1 45,6
69025212 12x2x0,25 9,7 54,8
69025214 14x2x0,25 10,5 64,2
69025216 16x2x0,25 11,3 73,2
69025218 18 x2x 0,25 12,2 82,3
69025220 20x2x0,25 13,1 89,2

236

SIPKODU
ORDER CODE

69022202
69022203
69022204
69022205
69022206
69022207
69022208
69022210
69022212
69022214
69022216
69022218
69022220

69034202
69034203
69034204
69034205
69034206
69034207
69034208
69034210
69034212
69034214
69034216
69034218
69034220

LIHH-TP 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius FIexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable HFFR colours as per

DIN 47100 standarts.

Cores are twisted in pairs. Pairs are twisted in layers.

All of them are wrapped with polyster tape.

The outer sheath is covered with flame retardant RAL 7001
grey coloured HFFR.

Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

These cables are not suitable

for open air and outdoor conditions.

GIFT SAY./KESIT
CNUMBER OF PAIRS
CROSS SECTION

DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
OVERALL DIA. COPPER WEIGHT  APP. WEIGHT

mm® mm Kg/Km Kg/Km
0,22 mm’
2x2x0,22 51 8,6 32
3x2x0,22 5,7 12,9 41
4x2x0,22 6,9 17,1 53
5x2x0,22 74 21,3 67
6x2x0,22 8,2 25,7 78
7x2x0,22 8,5 29,8 86
8x2x0,22 9,4 34,1 104
10x 2 x 0,22 10,5 42,5 126
12x2x0,22 11,3 51,3 147
14 x 2 x 0,22 12,3 59,5 169
16 x 2 x 0,22 12,7 68,1 190
18 x 2 x 0,22 13,5 76,4 205
20x2x0,22 14,4 84,8 232
0,34 mm’

2x2x0,34 57 12,9 41
3x2x0,34 6,8 19,2 54
4x2x0,34 8,1 25,6 75
5x2x0,34 8,7 32,1 88
6x2x0,34 9,5 38,4 91
7x2x0,34 10,2 44,8 120
8x2x0,34 11,0 51,3 137
10x2x0,34 12,1 64,0 169
12x2x0,34 13,2 76,8 195
14x2x0,34 14,3 89,5 223
16 x2x0,34 15,3 102,4 254
18x2x0,34 16,1 115,2 281
20x2x0,34 17,2 128,1 323

Yoz
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HALOJENSIZ KABLOLAR

LIHH-TP HALOGEN-FREE CABLES LIHHTP 250 V.
SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiPKODU KESIT DIS GAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE  CROSSSECTION OVERALL DIA.  COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSSSECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km mm mm Kg/Km Kg/Km
0,50mm? 0,75 mm?
69050202 2x2x0,50 6,8 19,1 55 69075202 2x2x0,75 7,4 26,1 68
69050203 3x2x0,50 7,9 28,5 70 69075203 3x2x0,75 8,8 39,2 95
69050204 4 x2x0,50 9,1 38,0 96 69075204 4x2x0,75 10,1 52,1 126
69050205 5x2x0,50 9,9 47,5 114 69075205 5x2x0,75 11,1 65,1 148
69050206 6 x2x0,50 10,7 57,1 127 69075206 6x2x0,75 12,1 79,0 176
69050207 7 x2x0,50 11,6 66,4 155 69075207 7Xx2x0,75 12,9 92,0 200
69050208 8x2x0,50 12,3 76,1 175 69075208 8x2x0,75 13,6 104,3 223
69050210 10 x 2 x 0,50 13,5 95,1 216 69075210 10x2x0,75 15,2 130,5 277
69050212 12x2x0,50 14,6 1141 249 69075212 12x2x0,75 16,3 156,3 322
69050214 14 x 2 x 0,50 15,8 133,0 291 69075214 14x2x0,75 17,6 182,6 375
69050216 16 x2x 0,50 16,8 152,0 328 69075216 16 x2x0,75 18,6 208,4 420
69050218 18 x2x 0,50 18,2 171,2 377 69075218 18 x2x0,75 19,9 2351 474
69050220 20x2x 0,50 18,7 190,2 408 69075220 20x2x0,75 20,7 260,1 519
1 mm? 1,5 mm?
69100202 2x2x1 8,6 36,1 92 69150202 2x2x15 9,5 52,2 115
69100203 3x2x1 10,3 54,0 125 69150203 3x2x15 11,3 78,1 165
69100204 4x2x1 11,6 72,1 157 69150204 4x2x15 12,7 104,0 208
69100205 5x2x1 13,1 90,0 203 69150205 5x2x15 13,9 130,1 251
69100206 6x2x1 14,1 108,2 245 69150206 6x2x15 15,3 156,2 299
69100207 7x2x1 15,3 126,0 275 69150207 7x2x15 16,3 182,6 343
69100208 8x2x1 16,2 1440 306 69150208 8x2x15 17,2 208,0 381
69100210 10x2x1 17,6 180,1 377 69150210 10x2x15 19,2 261,0 483
69100212 12x2x1 19,1 216,3 440 69150212 12x2x15 20,9 3124 565
69100214 14x2x1 20,3 253,0 517 69150214 14x2x15 22,6 365,1 659
69100216  16x2x1 22,0 288,0 578 69150216  16x2x 1,5 23,9 417,1 738
69100218 18x2x1 23,5 325,0 659 69150218 18x2x15 25,3 468,0 831
69100220 20x2x1 24,5 361,0 723 69150220 20x2x15 26,5 520,1 912
2,5 mm?

69250202 2x2x25 10,3 88,1 160

69250203 3x2x25 12,2 132,0 230

69250204 4x2x25 13,7 176,1 295

69250205 5x2x25 15,5 220,1 365

69250206 6x2Xx25 16,8 264,0 437

69250207 7x2x25 17,6 308,1 509

69250208 8x2x25 19,5 352,1 578

69250210 10x2x2,5 21,2 440,0 696

69250212 12x2x25 231 529,0 809

69250214 14x2x25 24,8 616,3 955

69250216 16x2x25 26,5 703,0 1089

69250218 18x2x25 27,9 7924 1394

69250220 20x2x2,5 29,3 880,0 1338




S T A R
HALOJENSIZ KABLOLAR

LIHCH HALOGEN-FREE CABLES LIHCH 250 V.
Teknik Bilgiler Technical Data
Kontrol Kablolari Control Cables
VDE 0814 ve 0812’e uygun olarak Uretilirler Design complies with VDE 0814 and 0812
Calisma \Voltaji 250 V. Operating Voltage 250 V.
Test Gerilimi 1200 V. Test Voltage 1200 V.
izolasyon Direnci 200 MQ  Km. Insulation Resistance 200 MQ  Km.
Calisma Sicakhg Hareketli -5°C....+70' C Temparature Flexing .5 C...+70 C
Sabit -30’ C....+70 C Static -30 C....+70 C
Min.Biikme yari capi Hareketli 12 x Kablo Capi ! Min.Bending Radius FIexing 12 x cable Diameter
Sabit 4 x Kablo Capi Static 4 X Cable Diameter
Kablo yapisi Cable Structure
Iletken, eloktrolitik tavli ince bukulu tellerden olusur. Cunductor, bare copper, fine stranded wires.
DIN 47100 Standartina uygun renklerde HFFR yalitkan Cores are insulated with suitable HFFR colours as per
ile izole edilir. Damarlar katlar halinde buklur. DIN 47100 standarts. Core twisted together in layers.
Bukili kablo grubu Gzerine Polyester bant sarilir. These twisted cores are wrapped with polyester tape.
Kalayl bakir teller ile %85 kapama oraninda 6rgil ekran Braided Screen is placed over the polyester tape and it has
kaplanir. app. % 85 coverage The outer sheath is covered with flame
Dis Kilif, RAL 7001 gri HFFR dir. Alev geciktirici retardant RAL 7001 grey coloured HFFR.
oOzelliktedir.
Application
Kullanim alani These flexible cables are used for the electric and
Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik electronic control systems, PLC control systems, engineering
kontrol sistemlerinde, PLC kontrol sistemlerinde, projects for signal and measurement purposes where the
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla mechanical forces does not exist.
gerilme zorlanmalarinin olmadi§i yerlerde kullanilirlar. Braided screen deflects external electrical influences and
Ekranlama harici elektriksel sinyallere engel olarak pulse ensure precise pulse transmission.These cables are not
iletimini tam ve diizgiin olarak saglar. suitable for open air and outdoor conditions.
Acik hava, acik arazide kullanima uygun degildir.
SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm? mm Kg/Km Kg/Km mm? mm Kg/Km Kg/Km
0,14 mny’ 0,22 mm’
70001402 2x0,14 3,9 11,0 23 70002202  2x0,22 43 11,0 26
70001403 3x0,14 4,1 12,0 30 70002203  3x0,22 45 14,5 29
70001404  4x0,14 4,4 13,5 35 70002204  4x0,22 4.8 16,5 39
70001405 5x0,14 45 14,5 39 70002205  5x0,22 5,2 20,0 44
70001406 6x0,14 4,7 18,5 42 70002206  6x0,22 5,6 23,5 49
70001407 7x0,14 4,7 19,2 49 70002207  7x0,22 5,6 27,0 55
70001408 8x0,14 53 20,5 59 70002208  8x0,22 6,3 30,0 58
70001410 10x0,14 59 27,8 66 70002210 10 x 0,22 6,8 36,5 7
70001412  12x0,14 6,1 30,5 75 70002212 12 x0,22 7,2 42,0 88
70001414  14x0,14 6,3 32,0 78 70002214 14 x0,22 7,5 47,5 89
70001416 16 x 0,14 6,6 41,0 90 70002216 16 x 0,22 7,9 51,0 114
70001418 18 x0,14 7,1 46,0 95 70002218 18 x 0,22 8,2 55,2 126
70001420 20x 0,14 7,8 52,0 113 70002220 20 x 0,22 8,5 61,0 138
70001425 25x0,14 8,5 61,0 138 70002225  25x0,22 9,3 73,0 171
0,25 mm? 0,34 mm’
70002502 2x0,25 43 14,9 33 70003402  2x0,34 49 18,0 31
70002503 3x0,25 4,5 18,1 38 70003403  3x0,34 52 23,0 35
70002504  4x0,25 4,8 21,6 43 70003404  4x0,34 5,6 28,0 45
70002505 5x0,25 5,2 25,7 55 70003405  5x0,34 6,0 31,0 54
70002506 6x0,25 5,6 29,3 59 70003406  6x0,34 6,5 42,2 62
70002507 7x0,25 5,6 33,8 68 70003407  7x0,34 6,5 45,0 68
70002508 8x0,25 6,3 39,4 75 70003408  8x0,34 7,6 49,7 73
70002510 10x0,25 6,6 45,3 86 70003410 10x0,34 7,9 64,2 94
70002512  12x0,25 7,3 55,5 98 70003412 12x0,34 8,5 70,3 106
70002514  14x0,25 7,6 58,1 111 70003414 14x0,34 8,9 78,3 125
70002516 16 x 0,25 8,0 62,6 127 70003416 16x0,34 913 85,3 138
70002518 18 x 0,25 8,2 64,1 135 70003418 18 x 0,34 9,7 95,2 151
70002520  20x 0,25 8,6 81,5 151 70003420 20x0,34 10,3 105,0 162
70002525  25x 0,25 9,4 95,7 182 70003425 25x0,34 11,3 120,0 194

Yoz




S T A R

SIP.KODU
ORDER CODE

70005002
70005003
70005004
70005005
70005006
70005007
70005008
70005010
70005012
70005014
70005016
70005018
70005020
70005025

70010002
70010003
70010004
70010005
70010006
70010007
70010008
70010010
70010012
70010014
70010016
70010018
70010020
70010025

70025002
70025003
70025004
70025005
70025006
70025007
70025008
70025010
70025012
70025014
70025016
70025020
70025025

LIHCH

HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK siPKODU
CROSS SECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km
0,50 mnt
2x0,50 5,2 27,5 49 70007502
3x0,50 5,3 36,0 56 70007503
4x0,50 59 42,7 64 70007504
5x0,50 6,4 48,3 79 70007505
6 x 0,50 7,1 55,9 91 70007506
7x0,50 71 61,6 98 70007507
8 x 0,50 8,1 67,1 119 70007508
10x 0,50 8,5 83,4 137 70007510
12 x 0,50 91 93,8 158 70007512
14 x 0,50 ) 113,8 188 70007514
16 x 0,50 10,2 123,0 213 70007516
18x 0,50 10,6 133,2 245 70007518
20x 0,50 11,1 144,7 278 70007520
25x0,50 12,7 195,3 352 70007525
1 mm?
2x1 6,0 38,5 67 70015002
3x1 6,5 48,0 78 70015003
4x1 71 65,0 104 70015004
5x1 7,7 78,0 123 70015005
6x1 8,3 88,0 139 70015006
7x1 8,3 98,0 151 70015007
8x1 )3 114,0 176 70015008
10x1 10,2 132,0 219 70015010
12x1 11,0 162,0 248 70015012
14x1 11,5 186,0 285 70015014
16x1 12,6 213,0 331 70015016
18x1 13,1 148,0 365 70015018
20x1 13,6 261,0 406 70015020
25x1 15,4 314,0 488 70015025
2,5 mnm’
2Xx25 8,3 60,2 105
3x25 8,8 82,7 139
4x25 9,6 105,6 172
5x25 10,6 129,2 206
6x25 11,7 154,5 249
7X2,5 11,7 175,7 279
8x25 13,8 202,8 319
10x2,5 14,4 2454 378
12x2,5 15,9 290,5 446
14x25 16,7 336,2 508
16 x 2,5 17,6 381,0 581
20x 2,5 19,5 457,4 725
25x25 21,5 588,8 892

KESIT

mm

0,75 mm?
2x0,75
3x0,75
4x0,75
5x0,75
6x0,75
7x0,75
8x0,75
10x 0,75
12x0,75
14 x 0,75
16 x 0,75
18x 0,75
20x 0,75
25x 0,75
1,5 mm?
2x15
3x15
4x15
5x15
6x15
7x15
8x15
10x1,5
12x1,5
14x15
16x1,5
18x15
20x 15
25x15

DIS GAP

mm

5,6
5,9
6,4
71
7,7
7,7
8,8
9,2
10,1
10,6
11,1
11,6
12,6
13,8

71
7,5
8,1
8,9
9,7
9,7
11,3
12,4
13,3
13,9
151
15,7
16,3
18,4

LIHCH 250 V.

BAKIR AGIRLIGI

ORDER CODE  CROSS SECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT

Kg/Km

40,8
49,3
57,8
68,3
76,3
84,4
104,3
132,7
140,3
158,3
1735
192,6
225,6
266,4

42,2
68,5
92,4
104,0
121,0
134,0
156,0
186,0
219,0
256,0
280,0
319,0
356,0
468,0

YAKL. AGIRLIK

Kg/Km

62

68

79

95

115
131
146
183
204
228
272
299
341
413

89
101
129
161
192
209
245
315
340
389
434
506
565
691
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LIHCH-TP

Teknik Bilgiler

Kontrol Kablolari

VDE 0814 ve 0812’e uygun olarak Uretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C....+70' C
Sabit -30' C....+70' C

Min.Biikme yari gapi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

Iletken, eloktrolitik tavli ince biikilii tellerden olusur.
DIN 47100 Standartina uygun renklerde HFFR yalitkan
ile izole edilir. Tim damarlar ikili gruplar halinde bukulur
ikili gruplar birarada katlar halinde biikiilerek iizerine
polyester bant sarilir. Kalayl bakir teller ile %85

kapama oraninda 6rgu ekran kaplanir.

Dis Kilif, RAL 7001 gri HFFR dir. Alev geciktirici
oOzelliktedir

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadi§i yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak pulse
iletimini tam ve diizgiin olarak saglar.

Acik hava, acik arazide kullanima uygun degildir.

-

Kg/Km

44,0
52,8
59,5
92,7
102,2
1213
152,2

46
55
62
81
98
105
114
138
169
204
241
265

\

(]

I
e

A
—H’v.':'-_-h

BAKIR AGIRLIGI YAKL. AGIRLIK

SIPKODU GIFT SAY./KESIT DIS GAP
ORDER CODE ~ CRMEEROFPARS  GVERALL DIA. COPPER WEIGHT — APP. WEIGHT
mm* mm Kg/Km
0,14 mny’
71014202 2x2x0,14 5,6 17,6
71014203 3x2x0,14 538 22,5
71014204 4x2x0,14 6,9 254
71014206 6x2x0,14 8,4 38,7
71014208 8x2x0,14 8,9 46,1
71014210 10x2x0,14 10,4 51,0
71014212 12x2x0,14 11,2 65,4
0,25 mm®
71025202 2x2x0,25 5,6 25
71025203 3x2x0,25 6,5 31
71025204 4x2x0,25 6,6 38
71025205 5x2x0,25 74 44
71025206 6x2x0,25 8,4 48
71025207 7x2x0,25 8,3 54
71025208 8x2x0,25 8,6 59
71025210 10x2x0,25 9,5 72
71025212 12x2x0,25 10,9 86
71025214 14x2x0,25 11,8 96
71025216 16x2x0,25 12,7 113
71025218 18 x2x 0,25 13,3 123
71025220 20x2x0,25 13,9 132

296

HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

V4

SIPKODU
ORDER CODE

71022202
71022203
71022204
71022205
71022206
71022207
71022208
71022210
71022212
71022214
71022216
71022218
71022220

71034202
71034203
71034204
71034205
71034206
71034207
71034208
71034210
71034212
71034214
71034216
71034218
71034220

LIHCH-TP 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius FIexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable HFFR colours as per

DIN 47100 standarts. Pairs are twisted in layers.

All of them are wrapped with polyster tape.

Braided Screen is placed over the polyester tape and it has
app. % 85 coverage The outer sheath is covered with flame
retardant RAL 7001 grey coloured HFFR.

Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

Braided screen deflects external electrical influences and
ensure precise pulse transmission.These cables are not suitable
for open air and outdoor conditions.

GIFT SAY./KESIT
CNUMBER OF PAIRS
CROSS SECTION

DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
OVERALL DIA. COPPER WEIGHT  APP. WEIGHT

mm® mm Kg/Km Kg/Km
0,22 mm’
2x2x0,22 7 20,4 48
3x2x0,22 6,9 27,3 61
4x2x0,22 7,9 33,9 75
5x2x0,22 8,4 39,3 87
6x2x0,22 9,2 45,6 102
7x2x0,22 9,7 50,9 114
8x2x0,22 10,6 53,3 133
10x 2 x 0,22 11,6 70,1 159
12x2x0,22 12,3 78,4 181
14 x 2 x 0,22 13,3 89,4 209
16 x 2 x 0,22 13,7 99,5 229
18 x 2 x 0,22 14,3 109,3 251
20x2x0,22 15,2 119,3 279
0,34 mm’
2x2x0,34 6,3 26,5 55
3x2x0,34 7,3 36,6 74
4x2x0,34 8,5 449 95
5x2x0,34 9,3 53,9 111
6x2x0,34 9,9 61,2 127
7x2x0,34 10,6 70,7 145
8x2x0,34 11,6 78,3 166
10x2x0,34 12,6 94,4 201
12x2x0,34 13,7 109,6 234
14x2x0,34 14,8 125,9 259
16 x2x0,34 15,8 135,1 297
18 x2x0,34 16,4 155,5 325
20x2x0,34 17,1 170,6 351

Yos




S T A R
HALOJENSIZ KABLOLAR

LIHCH-TP HALOGEN-FREE CABLES L IHCH.TP 250 V.
SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiPKODU KESIT DIS GAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE  CROSSSECTION OVERALL DIA.  COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSSSECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km mm mm Kg/Km Kg/Km
0,50mm? 0,75 mm?
71050202 2x2x0,50 8,3 34,4 75 71075202 2x2Xx0,75 8,7 45,1 89
71050203 3x2x0,50 8,4 48,7 92 71075203 3x2x0,75 9,3 60,4 121
71050204 4 x2x 0,50 9,6 59,8 125 71075204 4x2x0,75 10,5 76,3 151
71050205 5x2x 0,50 10,3 71,3 141 71075205 5x2x0,75 11,6 92,9 175
71050206 6 x2x 0,50 11,2 83,5 158 71075206 6x2x0,75 12,5 107,4 207
71050207 7 x2x0,50 13,1 94,4 185 71075207 7Xx2x0,75 185 127,4 234
71050208 8x2x0,50 12,8 106,3 206 71075208 8x2x0,75 14,2 137,5 259
71050210 10x 2 x 0,50 14,2 128,9 251 71075210 10x2x0,75 15,6 167,8 317
71050212 12x2x0,50 15,3 151,7 289 71075212 12x2x0,75 16,6 1975 374
71050214 14 x2x0,50 16,5 173,2 885 71075214 14x2x0,75 18,3 226,5 422
71050216 16 x2x 0,50 17,4 194,2 369 71075216 16 x2x0,75 19,3 255,1 468
71050218 18 x2x 0,50 18,7 215,0 424 71075218 18 x2x0,75 20,5 284,0 528
71050220 20x2x 0,50 19,3 237,7 461 71075220 20x2x0,75 21,3 313,2 575
1 mm? 1,5 mm?
71100202 2x2x1 91 56,5 115 71150202 2x2x15 10 744 138
71100203 3x2x1 10,9 79,3 131 71150203 3x2x15 11,7 105,8 189
71100204 4x2x1 12,3 101,9 202 71150204 4x2x15 13,3 135,6 238
71100205 5x2x1 13,7 122,6 235 71150205 5x2x1,5 14,5 164,8 286
71100206 6x2x1 14,7 143,7 273 71150206 6x2x15 15,7 194,2 339
71100207 7x2x1 15,9 164,4 315 71150207 7x2x15 16,9 2235 394
71100208 8x2x1 16,4 183,4 349 71150208 8x2x15 17,6 251,3 427
71100210 10x2x1 18,5 219,6 418 71150210 10x2x15 19,9 308,3 532
71100212 12x2x1 19,8 265,8 494 71150212 12x2x15 21,5 363,8 618
71100214 14x2x1 21,3 305,5 569 71150214 14x2x15 23,1 423,5 719
71100216  16x2x1 22,7 345,4 637 71150216 16x2x15 24,2 480,5 803
71100218 18x2x1 24,3 385,9 726 71150218 18x2x15 25,7 534,8 896
71100220 20x2x1 251 423,2 791 71150220 20x2x15 27,1 588,3 979
2,5 mm?

71250202 2Xx2x25 10,9 114 185

71250203 3x2x25 12,7 161 265

71250204 4x2x25 14,4 210 330

71250205 5x2x25 16,1 257 404

71250206 6x2Xx25 17,1 305 569

71250207 7X2x25 18,2 351 528

71250208 8x2x25 19,7 400 622

71250210 10x2x25 21,6 493 749

71250212 12x2x25 23,7 585 889

71250214 14x2x25 254 680 1020

71250216 16x2x25 21,2 771 1154

71250218 18x2x25 28,3 864 1285

71250220 20x2x2,5 29,7 955 1414
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Teknik Bilgiler |

Kontrol Kablolari ‘

VDE 0814 ve 0812’e uygun olarak Uretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C....+70' C .
Sabit -30° C....+70' C 1

Min.Biikme yari gapi Hareketli 12 x Kablo Capi it
Sabit 4 x Kablo Capi -

Kablo yapisi

Iletken, eloktrolitik tavli ince biikilii tellerden olusur.
DIN 47100 Standartina uygun renklerde HFFR yalitkan
ile izoleedilir. Damarlar katlar halinde bukalr.

Bukulu kablo grubu Gzerine Polyester bant sarilir.

Kalayli bakir tellerden olusan toprak teli polyester Uzerine
kablo boyunca konulur ve tUzerine AL-PES folyo sarilir.
Dis Kilif, RAL 7001 gri HFFR dir. Alev geciktirici
oOzelliktedir

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadi@i yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak pulse
iletimini tam ve diizgiin olarak saglar.

Acik hava, acik arazide kullanima uygun degildir.

SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm? mm Kg/Km Kg/Km
0,14 mny’
72001402 2x0,14 3,5 3,6 19
72001403 3x0,14 3,6 49 20
72001404 4x0,14 3,9 6,3 25
72001405 5x0,14 4,2 7,6 29
72001406 6x0,14 44 8,7 35
72001407 7x0,14 4,6 10,2 34
72001408 8x0,14 4,8 12,3 38
72001409 9x0,14 51 12,5 44
72001410 10x0,14 5,6 14,2 48
72001412  12x0,14 57 16,5 54
72001416 16 x 0,14 6,5 21,6 65
72001420 20x0,14 74 26,3 84
72001425 25x 0,14 8,2 32,5 95
0,25 mm?
72002502 2x0,25 3,6 5,6 25
72002503 3x0,25 3,8 79 28
72002504 4x 0,25 44 10,2 32
72002505 5x0,25 4,7 12,5 41
72002506 6x0,25 5,2 14,6 45
72002507 7x0,25 51 171 47
72002508 8x0,25 58 19,9 515
72002509 9x0,25 6,1 21,4 61
72002510 10x 0,25 6,2 24,6 65
72002512  12x0,25 6,7 28,5 74
72002514 14 x0,25 7,2 33,9 81
72002516 16 x 0,25 7,8 37,8 92
72002518  18x 0,25 8,6 42,8 99
72002520 20x 0,25 9,2 48,0 109
72002525  25x0,25 10,4 58,5 141

HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

LIH(St)H 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius FIexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable HFFR colours as per

DIN 47100 standarts. Cores are twisted in pairs.

These twisted cores are wrapped with polyester tape.

The drain wire which is made of multi twisted tinned copper
wires is put along the cable on polyester tape and

wrapped with the AL-PES Foil.The outer sheath is covered
with flame retardant RAL 7001 grey coloured HFFR.
Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

Braided screen deflects external electrical influences and
ensure precise pulse transmission.These cables are not
suitable for open air and outdoor conditions.

SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm? mm Kg/Km Kg/Km
0,22 mm’
72002202 2x0,22 3,9 5,0 23
72002203 3x0,22 41 7,3 25
72002204 4x0,22 44 9,0 29
72002205 5x0,22 4,8 11,5 36
72002206 6x0,22 5,2 13,6 39
72002207 7x0,22 5,2 15,5 42
72002208 8x0,22 59 17,4 48
72002209 9x0,22 5.9 20,1 51
72002210 10x0,22 6,2 22,1 57
72002212  12x0,22 6,8 26,1 69
72002214  14x0,22 7,1 30,8 82
72002216 16 x 0,22 7,5 34,0 91
72002220 20x0,22 8,1 43,0 98
72002225  25x0,22 8,9 54,0 123
0,34 mm’
72003402 2x0,34 44 8,1 36
72003403 3x0,34 4,9 11,1 39
72003404 4x0,34 5,0 14,2 44
72003405 5x0,34 5,5 17,3 49
72003406 6x0,34 5,6 20,3 59
72003407 7x0,34 58 23,4 62
72003408 8x0,34 6,4 26,7 69
72003409 9x0,34 6,8 30,1 83
72003410 10x0,34 7,4 33,2 88
72003412 12x0,34 7,6 39,3 99
72003416 16 x0,34 8,5 Bil.2 128
72003420 20x0,34 9,6 64,5 149
72003425 25x0,34 10,5 79,5 189
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S T A R

SIP.KODU
ORDER CODE

72005002
72005003
72005004
72005005
72005006
72005007
72005008
72005009
72005010
72005012
72005013
72005016
72005020
72005025

72010002
72010003
72010004
72010005
72010006
72010007
72010008
72010009
72010010
72010012
72010014
72010016
72010020
72010025

72025002
72025003
72025004
72025005
72025006
72025007
72025008
72025010
72025012
72025014
72025016
72025020
72025025

HALOJENSIZ KABLOLAR

LIH(St)H HALOGEN-FREE CABLES
KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK siPKODU
CROSS SECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km
0,50mm?
2x0,50 4,8 10,6 37 72007502
3x0,50 51 151 45 72007503
4x0,50 55 19,1 52 72007504
5x0,50 6,0 23,0 59 72007505
6 x 0,50 6,7 27,6 73 72007506
7x0,50 6,7 32,3 75 72007507
8x0,50 1,7 35,4 86 72007508
9x0,50 7,8 40,1 99 72007509
10x 0,50 8,1 44.4 105 72007510
12x 0,50 8,7 54,1 121 72007512
14 x 0,50 91 68,5 146 72007513
16 x 0,50 9,8 72,2 145 72007516
20x 0,50 10,7 91,0 169 72007520
25x0,50 12,2 113,0 208 72007525
1 mm?
2x1 5,6 23 64 72015002
3x1 59 31 72 72015003
4x1 6,7 38 82 72015004
5x1 7,3 49 97 72015005
6x1 7,9 54 114 72015006
7x1 7,9 65 121 72015007
8x1 91 73 139 72015008
9x1 9,2 84 163 72015009
10x1 9,8 92 207 72015010
12x1 10,5 111 229 72015012
14x1 1.1 139 254 72015014
16x1 11,7 146 274 72015016
20x1 13,1 180 352 72015020
25x1 14,9 225 384 72015025
2,5 mm?
2x25 7,7 59 91
3x25 8,2 84 127
4x25 9,0 104 151
5x25 10,0 120 181
6x25 11,0 140 214
7x25 11,0 168 142
8x25 13,1 180 279
10x2,5 13,8 230 347
12x25 153 270 423
14x25 16,1 314 489
16x25 17,0 360 547
20x25 18,9 450 684
25x25 20,8 560 833

KESIT

mm

0,75 mm?
2x0,75
3x0,75
4x0,75
5x0,75
6x0,75
7x0,75
8x0,75
9x0,75
10x0,75
12 x 0,75
14 x 0,75
16 x 0,75
20x 0,75
25x 0,75
1,5 mm?
2x15
3x15
4x15
5x15
6x15
7x15
8x15
9x1,5
10x1,5
12x15
14x15
16x15
20x 15
25x15

DIS GAP

mm

5,2
5,3
6,0
6,7
7,3
7,3
8,4
8,4
8,8
ois
10,2
10,7
11,7
18,3

6,7
71
7,8
8,5
9,2
9,2
10,9
11,0
11,5
12,8
13,4
14,6
15,8
17,5

LIH(St)H 250 V.

BAKIR AGIRLIGI

ORDER CODE  CROSS SECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT

Kg/Km

18,0
24,5
31,1
376
44,0
50,0
58,0
64,0
69,0
82,0
105,0
110,0
135,0
168,0

32
44
57
76
83
98
109
126
146
175
201
232
280
349

YAKL. AGIRLIK

Kg/Km

51
57
74
87
95
105
127
139
151
168
179
198
249
302

75
87
115
142
158
189
193
224
261
312
328
391
471
587
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LIH(St)H-TP

Teknik Bilgiler

Kontrol Kablolari

VDE 0814 ve 0812’e uygun olarak Uretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhg Hareketli -5°C....+70' C
Sabit -30' C....+70' C

Min.Biikme yari gapi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

Iletken, eloktrolitik tavli ince biikilii tellerden olusur.
DIN 47100 Standartina uygun renklerde HFFR yalitkan
ile izole edilir. Tim damarlar ikili gruplar halinde bukulur
ikili gruplar birarada katlar halinde biikiilerek iizerine
polyester bant sarilir. Kalayl bakir tellerden olusan toprak
teli polyester (zerine kablo boyunca konulur ve lzerine
AL-PES folyo sarilir.

Dis Kilif, RAL 7001 gri HFFR dir. Alev geciktirici
Ozelliktedir.

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
muhendislik hizmetlerinde 6lgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadi§i yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak pulse
iletimini tam ve diizgiin olarak saglar.

Acik hava, acik arazide kullanima uygun degildir.

Kg/Km

27
38
49
54
64
1)
84
101

44
53
58
79
92
95
104
127
147
165
185
222

BAKIR AGIRLIGI YAKL. AGIRLIK

SIPKODU GIFT SAY./KESIT DIS GAP
ORDER CODE ~ CRMEEROFPARS  GVERALL DIA. COPPER WEIGHT — APP. WEIGHT
mm* mm Kg/Km
0,14 mny’
73014202 2x2x0,14 51 6,2
73014203 3x2x0,14 5,8 9,4
73014204 4x2x0,14 6,1 12,3
73014206 5x2x0,14 6,4 14,7
73014208 6x2x0,14 72 17,3
73014210 8x2x0,14 7,7 22,6
73014212 10x2x0,14 8,1 26,9
12x2x0,14 8,8 33,2
0,25 mm®
73025202 2x2x0,25 5,4 12,2
73025203 3x2x0,25 6,4 16,7
73025204 4x2x0,25 6,6 21,3
73025205 5x2x0,25 7,2 26,1
73025206 6x2x0,25 8,1 30,6
73025207 7x2x0,25 8,1 35,3
73025208 8x2x0,25 8,6 39,7
73025210 10x2x 0,25 8,7 48,7
73025212 12x2x0,25 9,4 58,1
73025214 14x2x0,25 10,6 67,4
73025216 16 x 2 x 0,25 11,7 76,4
73025218 18 x2x0,25 12,5 85,6
73025220 20x2x0,25 13,6 92,4

244

HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

SIPKODU
ORDER CODE

73022202
73022203
73022204
73022205
73022206
73022207
73022208
73022210
73022212
73022214
73022216
73022218
73022220

73034202
73034203
73034204
73034205
73034206
73034207
73034208
73034210
73034212
73034214
73034216
73034218
73034220

LIH(St)H-TP 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius FIexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable HFFR colours as per

DIN 47100 standarts. Cores are twisted in pairs.

Pairs are twisted in layers. All of them are wrapped with
polyster tape.The drain wire which is made of multi twisted
tinned copper wires is put along the cable on polyester tape and
wrapped with the AL-PES Foil. The outer sheath is covered
with flame retardant RAL 7001 grey coloured HFFR.
Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

Braided screen deflects external electrical influences and
ensure precise pulse transmission.These cables are not suitable
for open air and outdoor conditions.

GIFT SAY./KESIT
CNUMBER OF PAIRS
CROSS SECTION

DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
OVERALL DIA. COPPER WEIGHT  APP. WEIGHT

mm® mm Kg/Km Kg/Km
0,22 mm’
2x2x0,22 53 10,6 35
3x2x0,22 6,1 14,9 46
4x2x0,22 6,9 19,1 69
5x2x0,22 7,6 233 74
6x2x0,22 8,4 27,6 85
7x2x0,22 8,8 31,8 93
8x2x0,22 9,9 36,1 111
10x 2 x 0,22 10,8 44 4 136
12x2x0,22 114 53,2 157
14 x 2 x 0,22 12,3 61,5 182
16 x 2 x 0,22 13,1 7,01 199
18 x 2 x 0,22 13,5 78,5 219
20x2x0,22 14,6 86,8 242
0,34 mm’

2x2x0,34 58 14,9 43
3x2x0,34 6,8 21,2 59
4x2x0,34 8,3 27,6 79
5x2x0,34 9,1 34,1 95
6x2x0,34 9,6 40,4 109
7x2x0,34 10,4 46,8 126
8x2x0,34 11,2 53,3 146
10x2x0,34 12,4 66,1 177
12x2x0,34 13,5 78,8 206
14x2x0,34 14,3 91,6 234
16 x2x0,34 15,3 104,4 269
18x2x0,34 16,3 117,2 295
20x2x0,34 17,4 130,1 337

e




S T A R

HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

LIH(St)H-TP LIH(St)H-TP 250 V.
SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiPKODU KESIT DIS GAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE  CROSSSECTION OVERALL DIA.  COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSSSECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km mm mm Kg/Km Kg/Km
0,50mm? 0,75 mm?
73050202 2x2x0,50 6,9 92 62 73075202 2x2Xx0,75 7,1 26 76
73050203 3 x2x0,50 7.1 137 79 73075203 3x2x0,75 8,8 40 99
73050204 4 x2x0,50 9,3 182 17 73075204 4x2x0,75 9,3 54 135
73050205 5x2x0,50 10,3 229 126 73075205 5x2x0,75 10,3 68 158
73050206 6 x2x0,50 10,9 272 138 73075206 6x2x0,75 11,7 81 186
73050207 7 x2x0,50 11,6 318 169 73075207 7 Xx2x0,75 11,7 94 214
73050208 8x2x0,50 12,2 366 197 73075208 8x2x0,75 12,2 104 238
73050210 10x 2 x 0,50 13,7 449 235 73075210 10x2x0,75 12,8 132 292
73050212 12x2x0,50 14,8 535 276 73075212 12x2x0,75 14,8 159 339
73050214 14 x2x 0,50 16,2 618 310 73075214 14x2x0,75 15,0 186 392
73050216 16 x2x 0,50 17,0 716 354 73075216 16 x2x0,75 15,2 213 438
73050218 18 x2x 0,50 18,2 803 392 73075218 18 x2x0,75 17,8 234 494
73050220 20x2x 0,50 19,1 892 426 73075220 20x2x0,75 18,2 266 545
1 mm? 1,5 mm?
73100202 2x2x1 8,8 39 104 73150202 2x2x15 7,6 54 128
73100203 3x2x1 10,5 56 138 73150203 3x2x15 8,9 78 181
73100204 4x2x1 11,9 73 182 73150204  4x2x15 10,3 106 224
73100205 5x2x1 13,3 93 217 73150205 5x2x15 11,1 133 265
73100206 6x2x1 14,2 111 261 73150206 6x2x15 12,1 156 309
73100207 7x2x1 15,5 127 295 73150207 7x2x15 13,2 184 349
73100208 8x2x1 16,3 144 329 73150208 8x2x15 13,8 210 395
73100210 10x2x1 18,1 182 392 73150210 10x2x15 15,2 262 474
73100212 12x2x1 19,5 215 491 73150212 12x2x15 16,5 314 564
73100214 14x2x1 20,5 253 539 73150214 14x2x15 17,9 366 679
73100216  16x2x1 22,1 284 602 73150216  16x2x 1,5 18,7 417 756
73100218 18x2x1 23,8 325 695 73150218 18x2x15 20,2 469 854
73100220 20x2x1 249 364 745 73150220 20x2x15 20,9 523 939
2,5 mm?
73250202 2x2x25 10,4 92 179
73250203 3x2x25 12,5 138 259
73250204 4x2x25 14,1 182 329
73250205 5x2x25 15,7 229 388
73250206 6x2Xx25 17,1 272 464
73250207 7x2x25 17,8 318 522
73250208 8x2x25 19,5 364 598
73250210 10x2x25 21,4 449 745
73250212 12x2x25 23,2 535 874
73250214 14x2x25 24,9 618 1002
73250216 16x2x2,5 26,5 716 1144
73250218 18x2x25 28,1 803 1272
73250220 20x2x2,5 29,5 894 1381
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LIH(St)CH

Teknik Bilgiler

Kontrol Kablolar

VDE 0814 ve 0812’e uygun olarak dretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Calisma Sicakhgi ~ Hareketli .5°C...+70 C
Sabit -30'C....+70'C

Min.Biilkme yari gapi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

Iletken, eloktrolitik tavli ince biikilii tellerden olusur.
DIN 47100 Standartina uygun renklerde HFFR yalitkan
ile izole edilir. Damarla katlar halinde bukulur.

Bukulu kablo grubu Gzerine Polyester bant sarilir.
Kalayli bakir tellerden olusan toprak teli polyester Uzerine
kablo boyunca konulur ve (izerine AL-PES folyo sarilir.
Kalayl bakir teller ile %85 kapama oraninda 6rgil ekran
kaplanir.

Dis Kilif, RAL 7001 gri HFFR dir. Alev geciktirici
ozelliktedir.

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
mihendislik hizmetlerinde élgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadigi yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak pulse
iletimini tam ve diizgiin olarak saglar.

Acik hava, acik arazide kullanima uygun degildir.

SiP.KODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT
mm? mm Kg/Km Kg/Km
0,14 mny’
74001402 2x0,14 4,2 9,1 28
74001403 3x0,14 4,3 12,0 32
74001404 4x0,14 4,7 13,6 35
74001405 5x0,14 51 14,6 39
74001406 6x0,14 53 16,6 42
74001407 7x0,14 53 18,1 45
74001408 8x0,14 59 20,6 51
74001409 9x0,14 6,0 24,1 58
74001410 10x0,14 6,2 27,0 61
74001412  12x0,14 6,7 31,0 69
74001414  14x0,14 6,9 36,0 77
74001416 16 x 0,14 74 41,0 91
74001418  18x 0,14 7,8 43,0 98
74001420 20x0,14 8,1 47,0 104
74001425 25x0,14 8,7 56,0 132
0,25 mm
74002502 2x0,25 4,3 14,9 31
74002503 3x0,25 4,5 18,1 36
74002504 4x0,25 48 21,6 40
74002505 5x0,25 52 25,7 51
74002506 6x0,25 5,6 29,3 57
74002507 7x0,25 5,6 33,8 64
74002508 8x0,25 6,3 39,4 72
74002510 10x 0,25 6,6 45,3 87
74002512  12x0,25 7,3 55,5 94
74002514 14 x0,25 7,6 58,1 102
74002516 16 x 0,25 8,0 62,6 118
74002518  18x 0,25 8,2 64,1 138
74002520 20x 0,25 8,6 81,5 151
74002525  25x0,25 9,4 95,7 180

HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

SIPKODU

74002202
74002203
74002204
74002205
74002206
74002207
74002208
74002209
74002210
74002212
74002214
74002216
74002218
74002220
74002225

74003402
74003403
74003404
74003405
74003406
74003407
74003408
74003409
74003410
74003412
74003414
74003416
74003418
74003420

. LIH(St)CH 250 V.
Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing. .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius Flexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable HFFR colours as per

DIN 47100 standarts. Cores are twisted in pairs. These

twisted pairs are wrapped with polyster tape.The drain

wire which is made of multi twisted tinned copper wires

is put along the cable on polyester tape and wrapped with

the AL-PES Foil. Braided Screen is placed over the polyester
tape and it has app. % 85 coverage The outer sheath is covered
with flameretardant RAL 7001 grey coloured HFFR.
Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

Braided screen deflects external electrical influences and
ensure precise pulse transmission.These cables are not suitable
for open air and outdoor conditions.

KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE CROSS SECTION OVERALL DIA. COPPER WEIGHT  APP. WEIGHT

mm? mm Kg/Km Kg/Km
0,22 mm’
2x0,22 4,6 10,1 28
3x0,22 4,8 14,6 31
4x0,22 51 16,5 41
5x0,22 54 19,5 47
6x0,22 58 22,0 49
7x0,22 58 25,1 58
8x0,22 6,6 28,2 64
9x0,22 6,6 31,2 71
10x 0,22 6,9 34,0 79
12 x 0,22 74 38,0 92
14 x 0,22 7,7 44,3 105
16 x 0,22 8,1 49,0 118
18 x 0,22 8,5 54,2 132
20x 0,22 8,8 58,0 145
25x 0,22 9,6 71,0 174
0,34 mm
2x0,34 51 17,0 34
3x0,34 5,3 22,6 39
4x0,34 6,1 27,6 48
5x0,34 7,0 30,5 57
6x0,34 7,2 354 64
7x0,34 72 38,9 69
8x0,34 7,9 42,4 76
9x0,34 8,1 46,5 85
10x 0,34 8,8 49,3 96
12x0,34 9,4 59,9 108
14 x 0,34 9,8 65,3 128
16 x 0,34 10,6 72,2 142
18x 0,34 11,5 81,1 154
20x 0,34 12 89,2 166
25x 0,34 13,5 105,2 202

74003425

Yoz




S T A R
HALOJENSIZ KABLOLAR

LIH(St)CH HALOGEN-FREE CABLES LIH(SOCH 250 V.
SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiPKODU KESIT DIS GAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE ~ CROSS SECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT ORDER CODE ~ CROSS SECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km mm mm Kg/Km Kg/Km
0,50mm?® 0,75 mm?
74005002 2x0,50 55 20,1 37 74007502 2x0,75 5,8 254 59
74005003 3x0,50 5,7 26,7 58 74007503 3x0,75 6,1 32,5 69
74005004 4x0,50 6,1 32,2 69 74007504 4x0,75 6,6 40,9 82
74005005 5x0,50 6,6 38,8 79 74007505 5x0,75 7,3 78,4 101
74005006 6 x 0,50 74 454 92 74007506 6x0,75 79 57,2 115
74005007 7x0,50 74 50,5 99 74007507 7x0,75 7,9 64,4 126
74005008 8 x 0,50 8,5 56,6 115 74007508 8x0,75 9,0 72,5 145
74005009 9x0,50 8,5 65,0 128 74007509 9x0,75 9,0 79,5 156
74005010 10x 0,50 8,7 68,1 136 74007510 10x 0,75 9,4 83,7 168
74005012 12 x 0,50 9,3 80,0 157 74007512 12 x 0,75 10,1 101,0 166
74005013 14 x 0,50 9,7 90,1 184 74007513 14 x 0,75 10,8 116,6 226
74005016 16 x 0,50 10,3 101,9 204 74007516 16 x 0,75 11,3 130,9 248
74005020 20x 0,50 11,4 123,2 249 74007520 20x 0,75 12,3 160,2 308
74005025 25x 0,50 12,8 150,5 298 74007525 25x0,75 13,9 196,5 381
1 mm? 1,5 mm?
74010002 2x1 6,2 32,5 44,1 74015002 2x15 7,3 41,2 74
74010003 3x1 6,6 417 58,2 74015003 3x15 7,7 55,3 88
74010004 4x1 7,3 52,9 74,4 74015004 4x15 8,4 70,4 109
74010005 5x1 79 63,3 88,3 74015005 5x15 9,1 84,3 128
74010006 6x1 8,5 73,7 114,2 74015006 6x15 9,8 100,9 152
74010007 7x1 8,5 83,2 117,2 74015007 7x15 9,8 113,5 191
74010008 8x1 9,7 95,1 132,8 74015008 8x15 11,6 128,7 188
74010009 9x1 9,8 104,1 139,2 74015009 9x1,5 11,7 139,8 208
74010010 10x1 10,4 1142 159,3 74015010 10x15 12,1 156,0 228
74010012 12x1 11,1 1342 188,4 74015012 12x15 134 184,4 261
74010014 14x1 11,7 154,5 216,5 74015014 14x15 14,0 2129 295
74010016 16x1 12,3 173,9 2452 74015016 16x15 15,2 240,1 334
74010020 20x1 13,7 214,6 302,2 74015020 20x 15 16,4 298,6 419
74010025 25x1 15,5 262,2 3749 74015025 25x15 18,1 370,2 502
2,5 mm?

74025002 2x25 8,3 60,2 108

74025003 3x25 8,8 82,7 142

74025004 4x25 9,6 105,6 174

74025005 5x25 10,6 129,2 208

74025006 6x25 11,7 154,5 251

74025007 7%X2,5 11,7 175,7 282

74025008 8x25 13,8 202,8 323

74025010 10x 25 14,4 2454 380

74025012 12x25 15,9 290,5 449

74025014 14x25 16,7 336,2 510

74025016 16x2,5 17,6 381,0 585

74025020 20x 2,5 19,5 457,4 728

74025025 25x25 21,5 588,8 894
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LIH(St)CH-TP

Teknik Bilgiler

Kontrol Kablolari

VDE 0814 ve 0812’e uygun olarak dretilirler

Calisma \Voltaji 250 V.

Test Gerilimi 1200 V.

izolasyon Direnci 200 MQ  Km.

Galisma Sicakhgi ~ Hareketli  .5°C...+70 C
Sabit -30' C...+70 C

Min.Biilkme yari gapi Hareketli 12 x Kablo Capi
Sabit 4 x Kablo Capi

Kablo yapisi

Iletken, eloktrolitik tavh ince biikiilii tellerden olusur.
DIN 47100 Standartina uygun renklerde HFFR yalitkan
ile izole edilir. Tim damarlar ikili gruplar halinde bukdlur
Ikili gruplar birarada katlar halinde bukilerek tzerine
polyester bant sarilir. Kalayli bakir tellerden olusan toprak
teli polyester Uzerine kablo boyunca konulur ve lzerine
AL-PES folyo sarilir.Kalayh bakir teller ile %85

kapama oraninda 6rgu ekran kaplanir.

Dis Kilif, RAL 7001 gri HFFR dir. Alev geciktirici 6zelliktedir.

Kullanim alani

Bu fleksibl yapidaki kablolar ; Elektrik ve elektronik
kontrol sistemlerinde, PLC kontrol sistemlerinde,
mihendislik hizmetlerinde dlgme ve sinyal amaciyla
gerilme zorlanmalarinin olmadigi yerlerde kullanilirlar.
Ekranlama harici elektriksel sinyallere engel olarak pulse
iletimini tam ve diizgiin olarak saglar.

Acik hava, acik arazide kullanima uygun degildir.

HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

I/

Kg/Km

443
55,6
61,6
94,6
105,2
1252
156,1

45
56
62
83
98
105
115
138
169
203
241
264

\

BAKIR AGIRLIGI YAKL. AGIRLIK

SiPKODU GIFT SAY./KESIT DIS CAP
ORDER CODE ~ “{MEEROFPARS  GVERALL DIA. COPPER WEIGHT — APP. WEIGHT
mm’ mm Kg/Km
0,14 mn’
75014202 2x2x0,14 5,6 18,6
75014203 3x2x0,14 6,0 235
75014204 4x2x0,14 7,1 26,4
75014206 6x2x0,14 85 39,7
75014208 8x2x0,14 89 471
75014210 10x2x0,14 10,5 52,2
75014212 12x2x0,14 11,4 66,3
0,25 mm*

75025202 2x2x0,25 54 25
75025203 3x2x0,25 6,4 31
75025204 4 x2x0,25 6,5 39
75025205 5x2x0,25 73 45
75025206 6x2x0,25 8,4 48
75025207 7x2x0,25 8,5 52
75025208 8x2x0,25 8,6 59
75025210 10x2x 0,25 9,5 73
75025212 12x2x0,25 10,7 86
75025214 14 x2x0,25 11,8 95
75025216 16 x2x 0,25 12,5 113
75025218 18 x2x 0,25 13,3 123
75025220 20x2x0,25 13,9 133
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SiP.KODU
ORDER CODE

75022202
75022203
75022204
75022205
75022206
75022207
75022208
75022210
75022212
75022214
75022216
75022218
75022220

75034202
75034203
75034204
75034205
75034206
75034207
75034208
75034210
75034212
75034214
75034216
75034218
75034220

LIH(St)CH-TP 250 V.

Technical Data

Control Cables

Design complies with VDE 0814 and 0812

Operating Voltage 250 V.

Test Voltage 1200 V.

Insulation Resistance 200 MQ  Km.

Temparature Flexing .5 C...+70 C
Static -30 C...+70 C

Min.Bending Radius Flexing 12 x cable Diameter
Static 4 X Cable Diameter

Cable Structure

Cunductor, bare copper, fine stranded wires.

Cores are insulated with suitable HFFR colours as per

DIN 47100 standarts. Cores are twisted in pairs. Pairs are
twisted in layers. All of them are wrapped with polyster tape.
The drain wire which is made of multi twisted tinned copper
wires is put along the cable on polyester tape and wrapped
with the AL-PES Foil. Braided Screen is placed over the
polyester tape and it has app. % 85 coverage The outer sheath
is covered with flameretardant RAL 7001 grey coloured HFFR.
Application

These flexible cables are used for the electric and

electronic control systems, PLC control systems, engineering
projects for signal and measurement purposes where the
mechanical forces does not exist.

Braided screen deflects external electrical influences and
ensure precise pulse transmission.These cables are not suitable
for open air and outdoor conditions.

GIFT SAY./KESIT
CNUMBER OF PAIRS
CROSS SECTION

DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
OVERALL DIA. COPPERWEIGHT  APP. WEIGHT

mm’ mm Kg/Km Kg/Km
0,22 mm’
2x2x0,22 6,2 21 48
3x2x0,22 6,9 28 61
4x2x0,22 7,9 34 78
5x2x0,22 8,4 39 88
6x2x0,22 9,2 46 102
7x2x0,22 9,7 50 114
8x2x0,22 10,6 54 136
10x2x 0,22 11,6 70 162
12 x2x0,22 12,3 79 181
14 x2x0,22 13,3 89 213
16 x 2x 0,22 13,9 100 232
18 x2x 0,22 14,5 110 251
20x2x0,22 15,4 120 279
0,34 mm’

2x2x0,34 6,5 27 55
3x2x0,34 7,3 37 74
4x2x0,34 8,6 45 94
5x2x0,34 9,4 54 112
6x2x0,34 9,9 62 128
7x2x0,34 10,7 71 146
8x2x0,34 11,6 79 168
10x2x 0,34 12,7 95 122
12x2x0,34 13,8 110 234
14 x2x 0,34 14,8 119 261
16 x2x 0,34 15,8 124 298
18 x2x0,34 16,5 154 326
20x2x0,34 17,3 169 355

Yoz
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HALOJENSIZ KABLOLAR
HALOGEN-FREE CABLES

LIH(St)CH-TP LIH(St)CH-TP 250 V.
SiPKODU KESIT DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK SiPKODU KESIT DIS GAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE  CROSSSECTION OVERALL DIA.  COPPER WEIGHT  APP. WEIGHT ORDER CODE CROSSSECTION OVERALL DIA. COPPERWEIGHT  APP. WEIGHT
mm mm Kg/Km Kg/Km mm mm Kg/Km Kg/Km
0,50mm? 0,75 mm?

75050202 2x2x0,50 8,3 34 77 75075202 2x2Xx0,75 8,7 46 89

75050203 3 x2x0,50 8,4 48 89 75075203 3x2x0,75 9,5 61 121

75050204 4 x 2 x 0,50 9,6 58 126 75075204 4x2x0,75 10,5 75 152

75050205 5x2x0,50 10,4 71 144 75075205 5x2x0,75 11,7 93 178

75050206 6 x2x0,50 11,2 83 159 75075206 6x2x0,75 12,6 108 209

75050207 7 x2x0,50 12,2 95 186 75075207 7 X2x0,75 13,5 124 235

75050208 8x2x0,50 12,8 104 207 75075208 8x2x0,75 14,2 138 262

75050210 10 x 2 x 0,50 14,2 127 251 75075210 10x2x0,75 15,8 168 319

75050212 12x2x0,50 15,3 152 291 75075212 12x2x0,75 16,9 198 375

75050214 14 x 2 x 0,50 16,5 172 336 75075214 14x2x0,75 18,3 227 422

75050216 16 x2x 0,50 17,4 195 371 75075216 16 x2x 0,75 19,2 256 472

75050218 18 x 2 x 0,50 18,7 215 426 75075218 18 x2x 0,75 20,5 285 531

75050220 20 x2x 0,50 19,4 237 462 75075220 20x2x0,75 21,4 313 579

1 mm? 1,5 mm?

75100202 2x2x1 9 55 118 75150202 2x2x15 10,1 74 141

75100203 3x2x1 10,9 78 132 75150203 3x2x15 11,7 106 192

75100204 4x2x1 12,3 100 204 75150204  4x2x15 13,2 136 241

75100205 5x2x1 13,7 122 238 75150205 5x2x15 14,4 163 289

75100206 6x2x1 14,7 144 274 75150206 6x2x15 15,9 195 341

75100207 7x2x1 15,9 165 318 75150207 7x2x15 16,9 224 397

75100208 8x2x1 16,7 184 349 75150208 8x2x15 17,7 252 429

75100210 10x2x1 18,5 218 421 75150210 10x2x15 19,9 609 535

75100212 12x2x1 19,9 265 497 75150212 12x2x15 21,5 364 621

75100214 14x2x1 21,5 304 572 75150214 14x2x15 23,2 424 723

75100216  16x2x1 22,7 346 639 75150216  16x2x 1,5 244 482 805

75100218 18x2x1 24,3 384 728 75150218 18x2x15 25,9 535 899

75100220 20x2x1 25,3 424 795 75150220 20x2x15 21,2 589 981

2,5 mm?

75250202 2x2x25 10,9 114 188

75250203 3x2x25 12,7 161 267

75250204 4x2x25 14,4 210 334

75250205 5x2x25 16,1 257 408

75250206 6x2Xx25 17,1 305 572

75250207 7x2x25 18,2 351 531

75250208 8x2x25 19,7 400 625

75250210 10x2x25 21,6 493 752

75250212 12x2x25 23,7 585 892

75250214 14x2x25 25,4 680 1023

75250216 16x2x2,5 27,2 771 1158

75250218 18x2x25 28,3 864 1288

75250220 20x2x2,5 29,7 955 1417
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HALOJENSIZ YANGIN IHBAR KABLOSU
HALOGEN-FREE FIRE ALARM CABLES

J-H(SHH...Lg
Teknik Bilgiler Technical Data
Kontrol Kablolari Control Cables
VDE 0815 ve uygun olarak uretilirler Design complies with VDE 0815
Calisma \Voltaji 300 V. Operating Voltage 300 V.
Test Gerilimi 800 V. Test Voltage 800 V.
izolasyon Direnci 100 MQ  Km. A Insulation Resistance 100 MQ  Km.
Calisma Sicakhg Hareketli -5°cC...+70 C Temparature Flexing. .5 C...+70 C
Sabit -30' C....+70' C . Static -30 C...+70 C
Min.Bilkme yari gapi Hareketli 15 x Kablo Capi ! Min.Bending Radius Flexing 15 x cable Diameter
Sabit 4 x Kablo Capi Static 4 X Cable Diameter
Kablo yapisi Cable Structure
lletken, Tek tel elektrolitik bakir iletken VDE 0815 stand. Single core electrolytic copper conductor according to VDE
Uygun renklerde HFFR ile izole edilir. Tim damarlar ikili 0815 standards, insulated with HFFR in suitable colors.
gruplar halinde bukuldr. Tam ikili gruplar birarada katlar Cores twisted in pairs, Pairs twisted in layers. All of them
halinde bukdlerek Gzerine polyester bant sarilir. Tek tel are wrapped with polyester tape. The drain wire which is made
kalayli bakirdan olusan topraklama teli kablo boyunca of single core tinned copper is put along the cable on polyester
polyester tzerine konulur ve tizerine AL-PES folyo sarilir. tape and wrapped with the AL-PES foil.
Dis Kilif, RAL 3000 kirmizi HFFR dir. Alev geciktirici Finally covered with the outer sheath made of HFFR with
oOzelliktedir. flame retardant additive in RAL 3000 red colour.
Kullanim alani Application
Bina ici sabit tesisatlarda yangin ihbar kablosu olarak It is used as a fire warning cable in the fixed indoor
kullanilirlar installations.
SIPKODU GIFT SAYISI/TEL CAPI DIS CAP BAKIR AGIRLIGI YAKL. AGIRLIK
ORDER CODE No. Of. Pairs/Wire Diameter OVERALL DIA. COPPER WEIGHT APP. WEIGHT
mm mm Kg/Km Kg/Km
2x0,60 mm
24H60201 1x2x0,60 45 6,6 27
24H60202 2x2x0,60 52 11,6 38
24H60203 3x2x0,60 6,2 16,9 50
24H60204 4x2x0,60 6,4 22,4 60
24H60205 5x2x0,60 7,1 28,3 68
24H60206 6x2x0,60 7,2 33,4 79
24H60208 8x2x0,60 8,1 43,9 89
24H60210 10 x 2 x 0,60 10,2 54,9 109
24H60212 12 x 2 x 0,60 10,3 66,4 126
24H60214 14 x 2 x 0,60 10,5 76,2 139
24H60216 16 x 2 x 0,60 11,3 87,7 154
24H60220 20x2x0,60 12,1 108,3 194
24H60230 30x2x0,60 14,3 163,0 266
24H60250 50x 2 x 0,60 17,7 275,0 422
2x0,80 mm
24H80201 1x2x0,80 57 11,0 39
24H80202 2x2x0,80 6,3 19,6 57
24H80203 3x2x0,80 8,4 29,8 79
24H80204 4x2x0,80 9,2 39,2 96
24H80205 5x2x0,80 9,4 50,1 117
24H80206 6x2x0,80 11,1 56,6 135
24H80208 8x2x0,80 11,5 75,4 162
24H80210 10x 2 x 0,80 13,3 94,2 213
24H80212 12 x2x0,80 14,1 111,3 231
24H80214 14 x 2 x 0,80 14,6 132,0 262
24H80216 16 x 2 x 0,80 15,9 149,2 302
24H80220 20x2x0,80 16,9 1931 361
24H80230 30x2x0,80 20,4 295,2 526
24H80250 50x2x0,80 25,7 485,2 831
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